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300 Pressure Cleaner
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Professional High
300 Pressure Cleaner

Idropulitrice Professionale

Total Stop ritardato

Avvolgitubo incorporato

Motori elettrici a 1450 g/min.

Accoppiamento pompa-motore tramite giunto elastico

Telaio in materiale ad alta resistenza con porta-lancia integrato

Delayed Totalstop

Built-in hose reel

Electric motors at 1450 rpm

Pump-motor coupling by flexible joint

Chassis in high resistance material with integrated lance holder

PUMP DATA - DONNEES POMPE MOTOR DATA - DONNEES MOTEUR
PUMPENDATEN - DATOS BOMBA - DATI POMPA MOTORENDATEN - DATOS MOTOR - DATI MOTORE

Max. Pressure - Pression input

Model Druck - Presion - Pressione power .
Modéle Flow rate r.p.m. | Puissance singlephase threephase

oy . 5 . absorbée N
Modell Débit with/avec withfavec | tr/min. | mahme monophase triphase
Modelo Forderleistung mit/con mit/con u.p.m. Ieistung wechselstrom A sTEm
Caudal ROTATING STANDARD r/min. potencia monofasico trifasico
Modello Portata NOZZLE NOZZLE g/min. a:::;lzlz:a monofase trifase
assorbita

G.PM. |EW. EW. EW.| ,"  Mpa pesi. .

I/min. (US.A) | bar MPa ps.i

W V. A. Hz. V. A. Hz.
10102 10 | 268 |z30] 2 s 50| 10 s wso | 3 |-z wo| | | | -
121002 12 | 57 |170] 7 s 00| 1o s ws0 | 3 |- 0wl 0| | - | -
15602 13 | 040 |z7sfrsfunaeo] v o es0 | 46 | - | - | - [aso-amjuas| s0

TX300
wros] 0 s sl | 0o | || s e
el 0 oo ol vl ol 0| 55| || [on s

E.W. bar/MPa/p.s.i. = EQUIVALENT WASHING impact in bar/MPa/p.s.i.

Technical data are indicatives and subjet to changes without notice.
| dati tecnici sono indicativi e possono essere modificati senza preavviso.
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