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High pressure hoses & hose fittings

R+M Nr.
330 100 310
330 100 315
330 100 320
340 100 310
340 100 315
340 100 320
343 100 310
343 100 315
343 100 320
350 100 310
350 100 315
350 100 320

R+M Nr.

340 100 410
340 100 415
340 100 420
343 100 410
343 100 415
343 100 420
350 100 410
350 100 415
350 100 420

R+M Nr.
330 120 310
330 120 315
330 120 320
340 120 310
340 120 315
340 120 320
343 120 310
343 120 315
343 120 320
350 120 310
350 120 315
350 120 320

R+M Nr.
330 101 310
330 101 315
330 101 320
340 101 310
340 101 315
340 101 320
343 101 310
343 101 315
343 101 320
350 101 310
350 101 315
350 101 320

R+M Nr.

340 101 410
340 101 415
340 101 420
343 101 410
343 101 415
343 101 420
350 101 410
350 101 415
350 101 420

R+M Nr.
330 121 310
330 121 315
330 121 320
340 121 310
340 121 315
340 121 320
343 121 310
343 121 315
343 121 320
350 121 310
350 121 315
350 121 320

R+M Nr.

340 111 410
340 111 415
340 111 420
343 111 410
343 111 415
343 111 420

R+M Nr.
330 111 310
330 111 315
330 111 320

R+M Nr.
335 100 310
335 100 315
335 100 320
345 100 310
345 100 315
345 100 320
355 100 310
355 100 315
355 100 320

R+M Nr.

345 100 410
345 100 415
345 100 420
355 100 410
355 100 415
355 100 420

R+M Nr.
335 120 310
335 120 315
335 120 320
345 120 310
345 120 315
345 120 320
355 120 310
355 120 315
355 120 320

R+M Nr.
335 101 310
335 101 315
335 101 320
345 101 310
345 101 315
345 101 320
355 101 310
355 101 315
355 101 320

R+M Nr.

345 101 410
345 101 415
345 101 420
355 101 410
355 101 415
355 101 420

R+M Nr.
335 121 310
335 121 315
335 121 320
345 121 310
345 121 315
345 121 320
355 121 310
355 121 315
355 121 320

R+M Nr.

345 111 410
345 111 415
345 111 420

R+M Nr.
335 111 310
335 111 315
335 111 320

R+M Nr.
340 200 310
340 200 315
340 200 320
350 200 310
350 200 315
350 200 320

R+M Nr.
340 200 410
340 200 415
340 200 420
350 200 410
350 200 415
350 200 420

R+M Nr.
340 220 310
340 220 315
340 220 320
350 220 310
350 220 315
350 220 320

R+M Nr.
340 201 310
340 201 315
340 201 320
350 201 310
350 201 315
350 201 320

R+M Nr.
340 201 410
340 201 415
340 201 420
350 201 410
350 201 415
350 201 420

R+M Nr.
340 221 310
340 221 315
340 221 320
350 221 310
350 221 315
350 221 320

R+M Nr.
340 211 410
340 211 415
340 211 420

R+M Nr.

	 	 	 	
1SN	 6	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 315 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
2SC	 6	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1ST	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1ST	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

M22 : M22 M22 : M22 M21 : M21

High pressure hoses with wrapped cover

All fittings are zinc-plated steel. The hoses are also available with stainless steel fittings.  
Please be so kind as to state the following on your order: R+M Nr. plus number: 7 = plug and crimp stainless steel      

8 = plug stainless steel     9 = plug, crimp and connection stainless steel

M22 : M22
	  swivel

M22 : M22
	  swivel

M21 : M21
	  swivel

M22 :  11
	  swivel

M22 :  11
	  swivel

Quick screw coupling : QSC Quick screw coupling : QSC swivel QSC : plug swivel

Hoses with single wire braid and wrapped cover

Hoses with double wire braid and wrapped cover

Hoses with single wire braid and wrapped cover

Our hose assemblies are durably marked on the crimp in accordance with EN 853 / EN 856 / EN 855.

Symbols   diameter   nominal diameter   pressure   temperature   length   type

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000
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High pressure hoses & hose fittings

R+M Nr.
390 000 210
390 000 215
390 000 220

R+M Nr.
340 600 310
340 600 315
340 600 320  

R+M Nr.
345 600 310
345 600 315
345 600 320

R+M Nr.
460 000 208
460 000 210
460 000 215

R+M Nr.

R+M Nr.
340 600 410
340 600 415
340 600 420  

R+M Nr.
345 600 410
345 600 415
345 600 420

R+M Nr.

R+M Nr.
390 020 210
390 020 215
390 020 220

R+M Nr.
340 620 310
340 620 315
340 620 320  

R+M Nr.
345 620 310
345 620 315
345 620 320

R+M Nr.
460 020 208
460 020 210
460 020 215

R+M Nr.
390 001 210
390 001 215
390 001 220

R+M Nr.
340 601 310
340 601 315
340 601 320  

R+M Nr.
345 601 310
345 601 315
345 601 320

R+M Nr.
460 001 208
460 001 210
460 001 215

R+M Nr.

R+M Nr.
340 601 410
340 601 415
340 601 420  

R+M Nr.
345 601 410
345 601 415
345 601 420

R+M Nr.

R+M Nr.
390 021 210
390 021 215
390 021 220

R+M Nr.
340 621 310
340 621 315
340 621 320  

R+M Nr.
345 621 310
345 621 315
345 621 320

R+M Nr.
460 021 208
460 021 210
460 021 215

R+M Nr.

R+M Nr.
340 611 410
340 611 415
340 611 420

R+M Nr.
345 611 410
345 611 415
345 611 420 

R+M Nr.

R+M Nr.
390 011 210
390 011 215
390 011 220

R+M Nr.

R+M Nr.

R+M Nr.

	 	 	 	
Flexy	 6	 300 bar	 100 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1SN	 8	 210 bar	 150 °C	 10 m  
				    15 m
				    20 m

	 	 	 	
2SN	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
Polya	 6	 160 bar	 60 °C	   8 m
				    10 m
				    15 m

M22 : M22 M22 : M22 M21 : M21

High pressure hoses with smooth cover

With effect from today - high pressure hoses with smooth cover in our range!

M22 : M22
	  swivel

M22 : M22
	  swivel

M21 : M21
	  swivel

M22 :  11
	  swivel

M22 :  11
	  swivel

Quick screw coupling : QSC Quick screw coupling : QSC swivel QSC : plug swivel

Hoses with single wire braid and smooth cover

Hoses with single wire braid and smooth cover

Hoses with double wire braid and smooth cover

Plastic hoses with single fabric braid

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

We are talking about an excellent high pressure hose with a very smooth 
surface having all positive features with the Flexy high pressure hose in 
common. The high pressure hose with smooth cover is characterized by the 
following features:

a high grade of bending property by flexible structure and design»»
is easily cleaned due to the smooth cover»»
is easily pulled around any corner, does not get stuck!»»
a low abrasion due to reduced friction»»
particularly designed for the use on hose reels»»

The very clean, stain- and ozone-resistant, smooth surface can be easily 
cleaned and is branded with a durable printing which is vulcanized into the 
hose. By means of using a special rubber compound the hose`s flexibility 
was considerably improved. 

New

New
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High pressure hoses & hose fittings

R+M Nr.

340 110 410
340 110 415
340 110 420
343 110 410
343 110 415
343 110 420

	

R+M Nr.
330 104 310
330 104 315
330 104 320
340 104 310
340 104 315
340 104 320
343 104 310
343 104 315
343 104 320
350 104 310
350 104 315
350 104 320

R+M Nr.

340 194 310
340 194 315
340 194 320

R+M Nr.
330 110 310
330 110 315
330 110 320

	

R+M Nr.
330 103 310
330 103 315
330 103 320
340 103 310
340 103 315
340 103 320
343 103 310
343 103 315
343 103 320
350 103 310
350 103 315
350 103 320

R+M Nr.
330 112 310
330 112 315
330 112 320
340 112 310
340 112 315
340 112 320
343 112 310
343 112 315
343 112 320

R+M Nr.
330 128 310
330 128 315
330 128 320

	

R+M Nr.
330 113 310
330 113 315
330 113 320
340 113 310
340 113 315
340 113 320
343 113 310
343 113 315
343 113 320
350 113 310
350 113 315
350 113 320

	 	 	 	
1SN	 6	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 315 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

R+M Nr.

345 110 410
345 110 415
345 110 420

R+M Nr.
335 104 310
335 104 315
335 104 320
345 104 310
345 104 315
345 104 320
355 104 310
355 104 315
355 104 320

R+M Nr.R+M Nr.
335 110 310
335 110 315
335 110 320

R+M Nr.
335 103 310
335 103 315
335 103 320
345 103 310
345 103 315
345 103 320
355 103 310
355 103 315
355 103 320

R+M Nr.
335 112 310
335 112 315
335 112 320
345 112 310
345 112 315
345 112 320

R+M Nr.
335 128 310
335 128 315
335 128 320

R+M Nr.
335 113 310
335 113 315
335 113 320
345 113 310
345 113 315
345 113 320
355 113 310
355 113 315
355 113 320

R+M Nr.
340 210 410
340 210 415
340 210 420

R+M Nr. R+M Nr. R+M Nr.
340 213 310
340 213 315
340 213 320
350 213 310
350 213 315
350 213 320

R+M Nr.
340 204 310
340 204 315
340 204 320
350 204 310
350 204 315
350 204 320

R+M Nr.R+M Nr.
340 203 310
340 203 315
340 203 320
350 203 310
350 203 315
350 203 320

R+M Nr.
340 212 310
340 212 315
340 212 320

	 	 	 	
2SC	 6	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1ST	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1ST	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

M22 :  10
	 (15,5)

M22 :  10
	 (15,5)

M22 : 3/8" M22 : 1/4"M21 : M27 M22 : 3/8"M22 :  10
	 (18,0)

M22 : M22

High pressure hoses with wrapped cover
QSC : plug ** Quick screw coupling : male thread QSC : female thread

Hoses with single wire braid and wrapped cover

Hoses with double wire braid and wrapped cover

Hoses with single wire braid and wrapped cover

** not to be used for patented Kärcher guns.

suitable system 2000

suitable system 2000

suitable system 2000

Our hose assemblies are durably marked on the crimp in accordance with EN 853 / EN 856 / EN 855.

Symbols   diameter   nominal diameter   pressure   temperature   length   type
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High pressure hoses & hose fittings

M22 :  10
	 (15,5)

M22 :  10
	 (15,5)

M22 : 3/8" M22 : 1/4"M21 : M27 M22 : 3/8"M22 :  10
	 (18,0)

M22 : M22

R+M Nr.

R+M Nr.
340 610 410
340 610 415
340 610 420

R+M Nr.
345 610 410
345 610 415
345 610 420

R+M Nr.

R+M Nr.
390 010 210
390 010 215
390 010 220

R+M Nr.

R+M Nr.

R+M Nr.
460 010 208
460 010 210
460 010 215

R+M Nr.
390 028 210
390 028 215
390 028 220

R+M Nr.

R+M Nr.

R+M Nr.
460 028 208
460 028 210
460 028 215

R+M Nr.
390 004 210
390 004 215
390 004 220

R+M Nr.
340 604 310
340 604 315
340 604 320

R+M Nr.
345 604 310
345 604 315
345 604 320

R+M Nr.
460 004 208
460 004 210
460 004 215

R+M Nr.
390 003 210
390 003 215
390 003 220

R+M Nr.
340 603 310
340 603 315
340 603 320

R+M Nr.
345 603 310
345 603 315
345 603 320

R+M Nr.
460 003 208
460 003 210
460 003 215

R+M Nr.

R+M Nr.
340 694 310
340 694 315
340 694 320

R+M Nr.

R+M Nr.

R+M Nr.
390 012 210
390 012 215
390 012 220

R+M Nr.
340 612 310
340 612 315
340 612 320

R+M Nr.
345 612 310
345 612 315
345 612 320

R+M Nr.
460 012 208
460 012 210
460 012 215

R+M Nr.
390 013 210
390 013 215 
390 013 220

R+M Nr.
340 613 310
340 613 315
340 613 320

R+M Nr.
345 613 310
345 613 315
345 613 320

R+M Nr.
460 013 208
460 013 210
460 013 215

	 	 	 	
Flexy	 6	 300 bar	 100 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
2SN	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
Polya	 6	 160 bar	 60 °C	   8 m
				    10 m
				    15 m

All fittings are zinc-plated steel. The hoses are also available with stainless steel fittings.  
Please be so kind as to state the following on your order: R+M Nr. plus number: 7 = plug and crimp stainless steel      

8 = plug stainless steel     9 = plug, crimp and connection stainless steel

High pressure hoses with smooth cover
QSC : plug ** Quick screw coupling : male thread QSC : female thread

suitable system 2000

suitable system 2000

suitable system 2000

Hoses with single wire braid and smooth cover

Hoses with single wire braid and smooth cover

Hoses with double wire braid and smooth cover

Plastic hoses with single fabric braid

New
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High pressure hoses & hose fittings

R+M Nr.
330 174 310
330 174 315
330 174 320
340 174 310
340 174 315
340 174 320
343 174 310
343 174 315
343 174 320

R+M Nr.
330 152 310
330 152 315
330 152 320
340 152 310
340 152 315
340 152 320
343 152 310
343 152 315
343 152 320

R+M Nr.
330 142 310
330 142 315
330 142 320
340 142 310
340 142 315
340 142 320
343 142 310
343 142 315
343 142 320
350 142 310
350 142 315
350 142 320

R+M Nr.
330 176 310
330 176 315
330 176 320
340 176 310
340 176 315
340 176 320
343 176 310
343 176 315
343 176 320
350 176 310
350 176 315
350 176 320

R+M Nr.
330 154 310
330 154 315
330 154 320
340 154 310
340 154 315
340 154 320
343 154 310
343 154 315
343 154 320
350 154 310
350 154 315
350 154 320

R+M Nr.
330 144 310
330 144 315
330 144 320
340 144 310
340 144 315
340 144 320
343 144 310
343 144 315
343 144 320
350 144 310
350 144 315
350 144 320

R+M Nr.

360 100 310
360 100 315
360 100 320

R+M Nr.

350 156 310
350 156 315
350 156 320
360 156 310
360 156 315
360 156 320

R+M Nr.

350 146 310
350 146 315
350 146 320
360 146 310
360 146 315
360 146 320

R+M Nr.
335 174 310
335 174 315
335 174 320
345 174 310
345 174 315
345 174 320

R+M Nr.
335 152 310
335 152 315
335 152 320
345 152 310
345 152 315
345 152 320

R+M Nr.
335 142 310
335 142 315
335 142 320
345 142 310
345 142 315
345 142 320
355 142 310
355 142 315
355 142 320

R+M Nr.
335 176 310
335 176 315
335 176 320
345 176 310
345 176 315
345 176 320
355 176 310
355 176 315
355 176 320

R+M Nr.
335 154 310
335 154 315
335 154 320
345 154 310
345 154 315
345 154 320
355 154 310
355 154 315
355 154 320

R+M Nr.
335 144 310
335 144 315
335 144 320
345 144 310
345 144 315
345 144 320
355 144 310
355 144 315
355 144 320

R+M Nr. R+M Nr.

355 156 310
355 156 315
355 156 320
365 156 310
365 156 315
365 156 320

R+M Nr.

355 146 310
355 146 315
355 146 320
365 146 310
365 146 315
365 146 320

R+M Nr.
340 274 310
340 274 315
340 274 320

R+M Nr.
340 276 310
340 276 315
340 276 320
350 276 310
350 276 315
350 276 320

R+M Nr. R+M Nr.R+M Nr.

350 256 310
350 256 315
350 256 320

R+M Nr.
340 252 310
340 252 315
340 252 320

R+M Nr.
340 242 310
340 242 315
340 242 320
350 242 310
350 242 315
350 242 320

R+M Nr.
340 254 310
340 254 315
340 254 320
350 254 310
350 254 315
350 254 320

R+M Nr.
340 244 310
340 244 315

350 244 310
350 244 315
340 244 320

	 	 	 	
1SN	 6	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 315 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 12	 180 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
2SC	 6	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 12	 300 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1ST	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1ST	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

M16 : M16 M18 : M18 3/8" : 3/8" 1/2" : 1/2" 3/8" : 3/8"1/4" : 1/4" 1/2" : 1/2"M22 : M22 1/4" : 1/4"

High pressure hoses with wrapped cover
Female thread (DKL/DKOL) Female thread (DKR) Male thread (AGR)

Hoses with single wire braid and wrapped cover

Hoses with double wire braid and wrapped cover

Hoses with single wire braid and wrapped cover

Our hose assemblies are durably marked on the crimp in accordance with EN 853 / EN 856 / EN 855.

Symbols   nominal diameter   pressure   temperature   length   type
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High pressure hoses & hose fittings

M16 : M16 M18 : M18 3/8" : 3/8" 1/2" : 1/2" 3/8" : 3/8"1/4" : 1/4" 1/2" : 1/2"M22 : M22 1/4" : 1/4"

R+M Nr.
390 074 210
390 074 215
390 074 220

R+M Nr.
340 674 310
340 674 315
340 674 320

R+M Nr.
345 674 310
345 674 315
345 674 320

R+M Nr.
460 074 208
460 074 210
460 074 215

R+M Nr.
390 052 210
390 052 215
390 052 220

R+M Nr.
340 652 310
340 652 315
340 652 320

R+M Nr.
345 652 310
345 652 315
345 652 320

R+M Nr.
460 052 208
460 052 210
460 052 215

R+M Nr.
390 042 210
390 042 215
390 042 220

R+M Nr.
340 642 310
340 642 315
340 642 320

R+M Nr.
345 642 310
345 642 315
345 642 320

R+M Nr.
460 042 208
460 042 210
460 042 215

R+M Nr.
390 076 210
390 076 215
390 076 220

R+M Nr.
340 676 310
340 676 315
340 676 320

R+M Nr.
345 676 310
345 676 315
345 676 320

R+M Nr.
460 076 208
460 076 210
460 076 215

R+M Nr.
390 054 210
390 054 215
390 054 220

R+M Nr.
340 654 310
340 654 315
340 654 320

R+M Nr.
345 654 310
345 654 315
345 654 320

R+M Nr.
460 054 208
460 054 210
460 054 215

R+M Nr.
390 044 210
390 044 215
390 044 220

R+M Nr.
340 644 310
340 644 315
340 644 320

R+M Nr.
345 644 310
345 644 315
345 644 320

R+M Nr.
460 044 208
460 044 210
460 044 215

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

R+M Nr.

	 	 	 	
Flexy	 6	 300 bar	 100 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
2SN	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
Polya	 6	 160 bar	 60 °C	   8 m
				    10 m
				    15 m

All fittings are zinc-plated steel. The hoses are also available with stainless steel fittings.  
Please be so kind as to state the following on your order: R+M Nr. plus number: 7 = plug and crimp stainless steel      

8 = plug stainless steel     9 = plug, crimp and connection stainless steel

High pressure hoses with smooth cover
Female thread (DKL/DKOL) Female thread (DKR) Male thread (AGR)

Plastic hoses with single fabric braid

Hoses with single wire braid and wrapped cover

Hoses with single wire braid and smooth cover

Hoses with double wire braid and smooth cover

New
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High pressure hoses & hose fittings

R+M Nr.
331 100 610
331 100 615
331 100 620
341 100 610
341 100 615
341 100 620
351 100 610
351 100 615
351 100 620

R+M Nr.
346 600 610
346 600 615
346 600 620
356 600 610
356 600 615
356 600 620

R+M Nr.
331 120 610
331 120 615
331 120 620
341 120 610
341 120 615
341 120 620
351 120 610
351 120 615
351 120 620

R+M Nr.
346 620 610
346 620 615
346 620 620
356 620 610
356 620 615
356 620 620

R+M Nr.
331 100 610 7
331 100 615 7
331 100 620 7
341 100 610 7
341 100 615 7
341 100 620 7
351 100 610 7
351 100 615 7
351 100 620 7

R+M Nr.
346 600 610 7
346 600 615 7
346 600 620 7
356 600 610 7
356 600 615 7
356 600 620 7

R+M Nr.
331 101 610
331 101 615
331 101 620
341 101 610
341 101 615
341 101 620
351 101 610
351 101 615
351 101 620

R+M Nr.
346 601 610
346 601 615
346 601 620
356 601 610
356 601 615
356 601 620

R+M Nr.
331 120 610 7
331 120 615 7
331 120 620 7
341 120 610 7
341 120 615 7
341 120 620 7
351 120 610 7
351 120 615 7
351 120 620 7

R+M Nr.
346 600 610 7
346 600 615 7
346 600 620 7
356 600 610 7
356 600 615 7
356 600 620 7

R+M Nr.
331 121 610
331 121 615
331 121 620
341 121 610
341 121 615
341 121 620
351 121 610
351 121 615
351 121 620

R+M Nr.
346 621 610
346 621 615
346 621 620
356 621 610
356 621 615
356 621 620

R+M Nr.
341 221 610
341 221 615
341 221 620
351 221 610
351 221 615
351 221 620

R+M Nr.
341 220 610 7
341 220 615 7
341 220 620 7
351 220 610 7
351 220 615 7
351 220 620 7

R+M Nr.
341 201 610
341 201 615
341 201 620
351 201 610
351 201 615
351 201 620

R+M Nr.
341 200 610 7
341 200 615 7
341 200 620 7
351 200 610 7
351 200 615 7
351 200 620 7

R+M Nr.
341 220 610
341 220 615
341 220 620
351 220 610
351 220 615
351 220 620

R+M Nr.
341 200 610
341 200 615
341 200 620
351 200 610
351 200 615
351 200 620

	 	 	 	
1SN	 6	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
2SN	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SN	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1ST	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1ST	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

R+M Nr.
346 121 610
346 121 615
346 121 620
356 121 610
356 121 615
356 121 620

R+M Nr.
346 100 610
346 100 615
346 100 620
356 100 610
356 100 615
356 100 620

R+M Nr.
346 120 610
346 120 615
346 120 620
356 120 610
356 120 615
356 120 620

R+M Nr.
346 100 610 7
346 100 615 7
346 100 620 7
356 100 610 7
356 100 615 7
356 100 620 7

R+M Nr.
346 120 610 7
346 120 615 7
346 120 620 7
356 120 610 7
356 120 615 7
356 120 620 7

R+M Nr.
346 101 610
346 101 615
346 101 620
356 101 610
356 101 615
356 101 620

	 	 	 	
2SC	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

M22 : M22 M21 : M21 M22 : M22 M21 : M21 M22 :  10

R+M Nr.
331 110 610
331 110 615
331 110 620
341 110 610
341 110 615
341 110 620

R+M Nr.
346 610 610
346 610 615
346 610 620

R+M Nr.
331 111 610
331 111 615
331 111 620
341 111 610
341 111 615
341 111 620

R+M Nr.
346 611 610
346 611 615
346 611 620

R+M Nr.
341 210 610
341 210 615
341 210 620

R+M Nr.
341 211 610
341 211 615
341 211 620

R+M Nr.
346 110 610
346 110 615
346 110 620

R+M Nr.
346 111 610
346 111 615
346 111 620

High pressure hoses with wrapped cover and smooth cover
Quick screw couplings Nipple + crimp st. steel QSC : QSC swivel

M22 : M22
	  swivel

M21 : M21
	  swivel

Hoses with single wire braid and wrapped cover

Hoses with double wire braid and smooth cover

Hoses with single wire braid and wrapped cover

Hoses with double wire braid and wrapped cover

suitable system 2000

suitable system 2000

suitable system 2000

QSC : plug **

M22 :  11
	  swivel

suitable system 2000

suitable system 2000

** not to be used for patented Kärcher guns.

Our hose assemblies are durably marked on the crimp in accordance with EN 853 / EN 856 / EN 855.

Symbols   diameter   nominal diameter   pressure   temperature   length   type

New
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High pressure hoses & hose fittings

R+M Nr.
341 274 610
341 274 615
341 274 620

R+M Nr.
331 174 610
331 174 615
331 174 620
341 174 610
341 174 615
341 174 620

R+M Nr.
346 174 610
346 174 615
346 174 620

R+M Nr.

361 200 610
361 200 615
361 200 620

R+M Nr.

361 100 610
361 100 615
361 100 620

R+M Nr.

366 100 610
366 100 615
366 100 620

R+M Nr.

351 256 610
351 256 615
351 256 620
361 256 610
361 256 615
361 256 620

R+M Nr.
331 156 610
331 156 615
331 156 620

351 156 610
351 156 615
351 156 620
361 156 610
361 156 615
361 156 620

R+M Nr.

356 156 610
356 156 615
356 156 620
366 156 610
366 156 615
366 156 620

R+M Nr.
341 276 610
341 276 615
341 276 620
351 276 610
351 276 615
351 276 620

R+M Nr.
331 176 610
331 176 615
331 176 620
341 176 610
341 176 615
341 176 620
351 176 610
351 176 615
351 176 620

R+M Nr.
346 176 610
346 176 615
346 176 620
356 176 610
356 176 615
356 176 620

R+M Nr.
341 254 610
341 254 615
341 254 620
351 254 610
351 254 615
351 254 620

R+M Nr.

331 154 615
331 154 620
341 154 610
341 154 615
341 154 620
351 154 610
351 154 615
351 154 620

R+M Nr.
346 154 610
346 154 615
346 154 620
356 154 610
356 154 615
356 154 620

R+M Nr.

R+M Nr.

371 158 020
371 158 025
371 158 030

R+M Nr.

R+M Nr.
341 244 610
341 244 615
341 244 620
351 244 610
351 244 615
351 244 620

R+M Nr.

331 144 615
331 144 620
341 144 610
341 144 615
341 144 620
351 144 610
351 144 615
351 144 620

R+M Nr.
346 144 610
346 144 615
346 144 620
356 144 610
356 144 615
356 144 620

R+M Nr.

351 246 610
351 246 615
351 246 620
361 246 610
361 246 615
361 246 620

R+M Nr.
331 146 610
331 146 615
331 146 620

351 146 610
351 146 615
351 146 620
361 146 610
361 146 615
361 146 620

R+M Nr.

356 146 610
356 146 615
356 146 620
366 146 610
366 146 615
366 146 620

	 	 	 	
1ST	 8	 210	 150 °C	 10 m
				    15 m
				    20 m
1ST	 10	 210	 150 °C	 10 m
				    15 m
				    20 m
1ST	 12	 180	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1SN	 6	 210	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210	 150 °C	 10 m
				    15 m
				    20 m
1SN	 12	 180	 150 °C	 10 m
				    15 m
				    20 m
1SN	 16	 130	 150 °C	 20 m
				    25 m
				    30 m

	 	 	 	
2SC	 8	 400	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 400	 150 °C	 10 m
				    15 m
				    20 m
2SC	 12	 300	 150 °C	 10 m
				    15 m
				    20 m

M16 : M16 3/8" : 3/8" 1/2" : 1/2" 3/8" : 3/8"3/4" : 3/4" 1/2" : 1/2"M18 : M18 M22 : M22

High pressure hoses with wrapped cover

All fittings are zinc-plated steel. The hoses are also available with stainless steel fittings.  
Please be so kind as to state the following on your order: R+M Nr. plus number: 7 = plug and crimp stainless steel      

8 = plug stainless steel     9 = plug, crimp and connection stainless steel

Female thread (DKR) Male thread (AGR)

Hoses with single wire braid and wrapped cover. Max. 150 °C

Female thread (DKL/DKOL)

Hoses with single wire braid and wrapped cover. Max. 150 °C

Hoses with double wire braid and wrapped cover. Max. 150 °C
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High pressure hoses & hose fittings

R+M Nr.
345 500 310
345 500 315
345 500 320
355 500 310
355 500 315
355 500 320

R+M Nr.
353 100 610
353 100 615
353 100 620
353 100 625
353 100 630

R+M Nr.

365 500 310
365 500 315
365 500 320

R+M Nr.

	 	 	 	 	
2SC	 8	 400 bar	 >1600 bar	 100 °C	 10 m
					     15 m
					     20 m
2SC	 10	 375 bar	 >1500 bar	 100 °C	 10 m
					     15 m
					     20 m
2SC	 12	 310 bar	 >1240 bar	 100 °C	 10 m
					     15 m
					     20 m

	 	 	 	 	
2SN	 10	 400 bar	 >1600 bar	 150 °C	 10 m
					     15 m
					     20 m
					     25 m
					     30 m

Golden-A Superball

M22 : M22 M22 : M22M22 : M22

R+M Nr.

R+M Nr.
346 674 610
346 674 615
346 674 620
 
 
 

R+M Nr.

R+M Nr.
346 676 610
346 676 615
346 676 620
356 676 610
356 676 615
356 676 620

R+M Nr.
361 600 610
361 600 615
361 600 620

R+M Nr.

R+M Nr.
361 656 610
361 656 615
361 656 620

R+M Nr.
 
 
 
356 656 610
356 656 615
356 656 620

R+M Nr.

R+M Nr.
346 654 610
346 654 615
346 654 620
356 654 610
356 654 615
356 654 620

R+M Nr.

R+M Nr.

	 	 	 	
1SN	 12	 180 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
2SN	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SN	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

R+M Nr.

R+M Nr.
346 644 610
346 644 615
346 644 620
356 644 610
356 644 615
356 644 620

R+M Nr.
361 646 610
361 646 615
361 646 620

R+M Nr.

356 646 610
356 646 615
356 646 620

M16 : M16 3/8" : 3/8" 1/2" : 1/2" 3/8" : 3/8"3/4" : 3/4" 1/2" : 1/2"M18 : M18 M22 : M22

High pressure hoses for special applications

�Ideal for cleaning applications on rough »»
floors which need to be cleaned by very 
non-abrasive hoses.
�Compact hose with double brazen wire »»
braids.
Interior and surface synthetic rubber.»»
Very abrasion-resistant plastic coating.»»
�Particularly abrasion-, oil-, ozone-resistant »»
and weatherproof.
�Considerably increased durability »»
compared to usual high pressure hoses.
-40 °C - +150 °C»»

�High pressure cleaning hose with double »»
steel wire braids for hot water.
�Equipped with assembled protection balls »»
which simplify the hose`s application. 
�Lower friction, easy to pull the hose around »»
any corner, does not get stuck, free water 
flow under the hose is guaranteed, a very 
clean and hygienic cleaning hose.
�Increased durability due to lower abrasive »»
wear. Ideal for cleaning swimming baths.
-40 °C - +150 °C»»
Delivery time of approx. 3 weeks»»

High pressure hoses with smooth cover

QSC : QSC QSC : QSCF thread 
(DKL/DKOL)

Hose assemblies

Hose assemblies

Hoses with single wire braid and smooth cover

Hoses with double wire braid and smooth cover

Female thread (DKR) Male thread (AGR)Female thread (DKL/DKOL)

Our hose assemblies are durably marked on the crimp in accordance with EN 853 / EN 856 / EN 855.

Symbols   diameter   nominal diameter   pressure   temperature   length   type   burst pressure

New
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High pressure hoses & hose fittings

R+M Nr.
332 121 510
332 121 515
332 121 520
342 121 510
342 121 515
342 121 520
352 121 510
352 121 515
352 121 520

R+M Nr.
347 121 510
347 121 515
347 121 520
357 121 510
357 121 515
357 121 520

R+M Nr.
332 100 510
332 100 515
332 100 520
342 100 510
342 100 515
342 100 520
352 100 510
352 100 515
352 100 520

R+M Nr.
347 100 510
347 100 515
347 100 520
357 100 510
357 100 515
357 100 520

R+M Nr.
332 100 510 7
332 100 515 7
332 100 520 7
342 100 510 7
342 100 515 7
342 100 520 7
352 100 510 7
352 100 515 7
352 100 520 7

R+M Nr.
347 100 510 7
347 100 515 7
347 100 520 7
357 100 510 7
357 100 515 7
357 100 520 7

R+M Nr.
332 120 510
332 120 515
332 120 520
342 120 510
342 120 515
342 120 520
352 120 510
352 120 515
352 120 520

R+M Nr.
347 120 510
347 120 515
347 120 520
357 120 510
357 120 515
357 120 520

R+M Nr.
332 120 510 7
332 120 515 7
332 120 520 7
342 120 510 7
342 120 515 7
342 120 520 7
352 120 510 7
352 120 515 7
352 120 520 7

R+M Nr.
347 120 510 7
347 120 515 7
347 120 520 7
357 120 510 7
357 120 515 7
357 120 520 7

R+M Nr.
332 101 510
332 101 515
332 101 520
342 101 510
342 101 515
342 101 520
352 101 510
352 101 515
352 101 520

R+M Nr.
347 101 510
347 101 515
347 101 520
357 101 510
357 101 515
357 101 520

	 	 	 	
1SN	 6	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
2SC	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

M22 : M22 M21 : M21 M22 : M22 M21 : M21

R+M Nr. R+M Nr.

R+M Nr. R+M Nr.

R+M Nr.
347 174 510
347 174 515
347 174 520

R+M Nr.
332 174 510
332 174 515
332 174 520
342 174 510
342 174 515
342 174 520

R+M Nr.
347 154 510
347 154 515
347 154 520
357 154 510
357 154 515
357 154 520

R+M Nr.
332 154 510
332 154 515
332 154 520
342 154 510
342 154 515
342 154 520
352 154 510
352 154 515
352 154 520

R+M Nr.
347 144 510
347 144 515
347 144 520
357 144 510
357 144 515
357 144 520

R+M Nr.
332 144 510
332 144 515
332 144 520
342 144 510
342 144 515
342 144 520
352 144 510
352 144 515
352 144 520

R+M Nr.
347 176 510
347 176 515
347 176 520
357 176 510
357 176 515
357 176 520

R+M Nr.
332 176 510
332 176 515
332 176 520
342 176 510
342 176 515
342 176 520
352 176 510
352 176 515
352 176 520

R+M Nr.

357 156 510
357 156 515
357 156 520

R+M Nr.

352 156 510
352 156 515
352 156 520

R+M Nr.

357 146 510
357 146 515
357 146 520

R+M Nr.

352 146 510
352 146 515
352 146 520

	 	 	 	
2SN	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SN	 10	 400 bar	 150 °C	 10 m
				    15 m
				    20 m

	 	 	 	
1SN	 6	 210 bar 	 150 °C	 10 m
				    15 m
				    20 m
1SN	 8	 210 bar	 150 °C	 10 m
				    15 m
				    20 m
1SN	 10	 210 bar	 150 °C	 10 m
				    15 m
				    20 m

M22 :  10

M16 : M16 3/8" : 3/8" 3/8" : 3/8"1/2" : 1/2" 1/2" : 1/2"M18 : M18

R+M Nr.
332 110 510
332 110 515
332 110 520
342 110 510
342 110 515
342 110 520

R+M Nr.
332 111 510
332 111 515
332 111 520
342 111 510
342 111 515
342 111 520

R+M Nr.
347 110 510
347 110 515
347 110 520

R+M Nr.
347 111 510
347 111 515
347 111 520

High pressure hoses with wrapped cover

Hoses with single wire braid and wrapped cover

Hoses with double wire braid and wrapped cover

QSC : QSC Nipple & crimp st. steel QSC : QSC swivel

M22 : M22
	  swivel

M21 : M21
	  swivel

suitable system 2000

suitable system 2000

suitable system 2000

QSC : plug **

Female thread (DKR) Male thread (AGR)Female thread (DKL)

M22 :  11
	  swivel

Hoses with single wire braid and wrapped cover

Hoses with double wire braid and wrapped cover

** not to be used for patented Kärcher guns.

suitable system 2000

suitable system 2000
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High pressure hoses & hose fittings

R+M Nr.
390 033 208

390 033 210
390 033 215
390 033 220

R+M Nr.
460 033 208

460 033 210
460 033 215
	

R+M Nr. 
390 090 208

390 090 210
390 090 215
390 090 220

R+M Nr.
460 090 208

460 090 210
460 090 215
	

R+M Nr.
390 028 208
390 028 209
390 028 210
390 028 215
390 028 220

R+M Nr.
460 028 208
460 028 209
460 028 210
460 028 215
	

R+M Nr.

390 010 209
390 010 210
390 010 215
390 010 220

R+M Nr.
390 061 208
390 061 209
390 061 210
390 061 215
390 061 220

R+M Nr.
390 010 420 8
390 010 420 9
390 010 421 0
390 010 421 5
390 010 422 0

R+M Nr.
390 010 520 8
390 010 520 9
390 010 521 0
390 010 521 5
390 010 522 0

R+M Nr.
460 010 208
460 010 209
460 010 210
460 010 215
	

R+M Nr.
460 061 208
460 061 209
460 061 210
460 061 215
460 061 220

R+M Nr.
460 010 420 8
460 010 420 9
460 010 421 0
460 010 421 5
460 010 422 0

R+M Nr.
460 010 520 8
460 010 520 9
460 010 521 0
460 010 521 5
460 010 522 0

R+M Nr.
390 091 208
390 091 209
390 091 210
390 091 215
390 091 220

R+M Nr.
460 091 208
460 091 209
460 091 210
460 091 215
	

	 	 	 	
Flexy	 6	 300 bar	 100 °C	   8 m
				      9 m
				    10 m
				    15 m
				    20 m

	 	 	 	
Polya	 6	 160 bar	 60 °C	   8 m
				      9 m
				    10 m
				    15 m
				    20 m

	 	 	 	
Flexy	 6	 300 bar	 150 °C	 10 m
				    15 m

	 	 	 	
1SN	 6	 210 bar	 150 °C	 10 m
				    15 m

M22 :  10
	 (18,0)

M22 :  11 M22 :  10
	 (15,5)

M22 :  8,8
	  swivel

 8,8 :  8,8M22 :  8,8 M22 :  11
	 US 14,88

1/2" :  8

R+M Nr.

390 036 815

R+M Nr.

330 136 815

R+M Nr.

R+M Nr.

330 107 815

R+M Nr.

390 007 815

R+M Nr.

R+M Nr.
390 035 210
390 035 215

R+M Nr.

R+M Nr.

R+M Nr.

330 110 081 5

R+M Nr.

R+M Nr.
330 110 281 0
330 110 281 5

R+M Nr.

390 010 081 5

R+M Nr.

R+M Nr.
390 010 281 0
390 010 281 5

R+M Nr.

 14 :  8  13,9 : 3/8"  13,9 : 3/8"  13,9 :  8  13,9 :  8M22 : M14 M22 : M14

Hobby high pressure hoses

High pressure hoses for hose reels

Quick screw coupling : male thread / plug / hollow Plug

Hoses with single wire braid and smooth cover

Hoses with single wire braid and wrapped cover

Plastic hoses with single fabric braid

Symbols   diameter   nominal diameter   pressure   temperature   length   type

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

Swivel disc plug
 11 :  11

swivel   swivel

Hoses with single wire braid and smooth cover

NewNew

NewNewNewNew
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High pressure hoses & hose fittings

R+M Nr.	
461 052 303 5	 3,5 m
461 052 30 37	 3,7 m
461 052 304	 4,0 m
461 052 304 2	 4,2 m
461 052 304 5	 4,5 m
461 052 304 7	 4,7 m
461 052 305 0	 5,0 m
461 052 305 5	 5,5 m
461 052 306 0	 6,0 m

R+M Nr.	
462 052 303 5	 3,5 m
462 052 303 7	 3,7 m
462 052 304	 4,0 m
462 052 304 2	 4,2 m
462 052 304 5	 4,5 m
462 052 304 7	 4,7 m
462 052 305	 5,0 m
462 052 305 5	 5,5 m
462 052 306	 6,0 m

R+M Nr.	
461 054 603 5	 3,5 m
461 054 603 7	 3,7 m
461 054 604	 4,0 m
461 054 604 2	 4,2 m
461 054 604 5	 4,5 m
461 054 604 7	 4,7 m
461 054 605	 5,0 m
461 054 605 5	 5,5 m
461 054 606	 6,0 m

R+M Nr.	
462 054 303 5	 3,5 m
462 054 303 7	 3,7 m
462 054 304	 4,0 m
462 054 304 2	 4,2 m
462 054 304 5	 4,5 m
462 054 304 7	 4,7 m
462 054 305	 5,0 m
462 054 305 5	 5,5 m
462 054 306	 6,0 m

R+M Nr.	
461 072 603 5	 3,5 m
461 072 603 7	 3,7 m
461 072 604	 4,0 m
461 072 604 2	 4,2 m
461 072 604 5	 4,5 m
461 072 604 7	 4,7 m
461 072 605	 5,0 m
461 072 605 5	 5,5 m
461 072 606	 6,0 m

R+M Nr.	
462 072 603 5	 3,5 m
462 072 603 7	 3,7 m
462 072 604	 4,0 m
462 072 604 2	 4,2 m
462 072 604 5	 4,5 m
462 072 604 7	 4,7 m
462 072 605	 5,0 m
462 072 605 5	 5,5 m
462 072 606	 6,0 m

R+M Nr.	
461 076 603 5	 3,5 m
461 076 603 7	 3,7 m
461 076 604	 4,0 m
461 076 604 2	 4,2 m
461 076 604 5	 4,5 m
461 076 604 7	 4,7 m
461 076 605	 5,0 m
461 076 605 5	 5,5 m
461 076 606	 6,0 m

R+M Nr.	
462 076 603 5	 3,5 m
462 076 603 7	 3,7 m
462 076 304	 4,0 m
462 076 604 2	 4,2 m
462 076 604 5	 4,5 m
462 076 604 7	 4,7 m
462 076 605	 5,0 m
462 076 605 5	 5,5 m
462 076 606	 6,0 m

R+M Nr.	
461 044 603 5	 3,5 m
461 044 603 7	 3,7 m
461 044 604	 4,0 m
461 044 604 2	 4,2 m
461 044 604 5	 4,5 m
461 044 604 7	 4,7 m
461 044 605	 5,0 m
461 044 605 5	 5,5 m
461 044 606	 6,0 m

R+M Nr.	
462 044 603 5	 3,5 m
462 044 603 7	 3,7 m
462 044 604	 4,0 m
462 044 604 2	 4,2 m
462 044 604 5	 4,5 m
462 044 604 7	 4,7 m
462 044 605	 5,0 m
462 044 605 5	 5,5 m
462 044 606	 6,0 m

Female thread (DKR) Female thread (DKR) Female thread (DKL/DKOL) Female thread (DKL/DKOL) Male thread (AGR)

Female thread (DKR) Female thread (DKR) Female thread (DKL/DKOL) Female thread (DKL/DKOL) Male thread (AGR)

1/4" : 1/4"

1/4" : 1/4"

 3/8" : 3/8"

 3/8" : 3/8"

M14 : M14

M14 : M14

M18 : M18

M18 : M18

 3/8" : 3/8"

 3/8" : 3/8"

CARWASH COMFORT - the new hose wonder in self-service washing bays

The original

New NewNewNewNew

New NewNewNewNew

High pressure hoses at self-service car wash sites are in combination with 
the spraying unit or the brush lance the decisive factor regarding the ease of 
use during the operation. As there are more and more female and also older 
people cleaning their car in self-service washing bays both human-factor 
engineering and the smallest possible weight are very important. 

One thing for sure! By means of the developed CARWASH COMFORT hose 
especially designed for self-service car wash and prewashing you will love to 
clean your car as it is really one of the easiest jobs.

With only 92 g/m this hose is more than half in weight in comparison to a 
usual self-service hose. The smooth chemically resistant interior is made out 

of PES which is usually used for highly stressed parts such as medical gadgets 
or in the automotive engineering and aircraft industry.

The transparent surface made out of a thermoplastic elastomer in blue 
(CCBL), red (CCRT) or anthracite (CCGR) has excellent gliding characteristics 
in combination with wetness. In comparison to many hoses that tend to get 
stuck at mirrors, bumpers or at other edges at the vehicle the CARWASH 
COMFORT does not share this lot as it is very easy to pull it around any corner. 
The smooth surface always looks clean and dirty stripes on vehicles or clothes 
are a thing of the past.

It goes without saying that the hose is oil-, UV-, ozone-resistant and weather-
proof as well as flexible in case of low temperatures. As its temperature range 
goes from -40 °C - +60 °C the CARWASH COMFORT is the ideal year-round 
hose. Due to the excellent flexibility the user easily makes his way by pulling 
the hose which is attached to the ceiling boom around his car in a very 
comfortable way. The high-tensile polyester reinforcing guarantees a working 
pressure of up to 200 bar, with a fourfold guarantee as usual that the hose 
does not burst. The nominal diameter of the CARWASH COMFORT is 6. 



07

100

K K

M22 :  10
 dreh.

M22 :  10
 dreh.

High pressure hoses & hose fittings

R+M Nr.	
463 052 303 5	 3,5 m
463 052 30 37	 3,7 m
463 052 304	 4,0 m
463 052 304 2	 4,2 m
463 052 304 5	 4,5 m
463 052 304 7	 4,7 m
463 052 305 0	 5,0 m
463 052 305 5	 5,5 m
463 052 306 0	 6,0 m

R+M Nr.	
463 054 603 5	 3,5 m
463 054 603 7	 3,7 m
463 054 604	 4,0 m
463 054 604 2	 4,2 m
463 054 604 5	 4,5 m
463 054 604 7	 4,7 m
463 054 605	 5,0 m
463 054 605 5	 5,5 m
463 054 606	 6,0 m

R+M Nr.	
463 072 603 5	 3,5 m
463 072 603 7	 3,7 m
463 072 604	 4,0 m
463 072 604 2	 4,2 m
463 072 604 5	 4,5 m
463 072 604 7	 4,7 m
463 072 605	 5,0 m
463 072 605 5	 5,5 m
463 072 606	 6,0 m

R+M Nr.	
463 076 603 5	 3,5 m
463 076 603 7	 3,7 m
463 076 604	 4,0 m
463 076 604 2	 4,2 m
463 076 604 5	 4,5 m
463 076 604 7	 4,7 m
463 076 605	 5,0 m
463 076 605 5	 5,5 m
463 076 606	 6,0 m

R+M Nr.	
463 044 603 5	 3,5 m
463 044 603 7	 3,7 m
463 044 604	 4,0 m
463 044 604 2	 4,2 m
463 044 604 5	 4,5 m
463 044 604 7	 4,7 m
463 044 605	 5,0 m
463 044 605 5	 5,5 m
463 044 606	 6,0 m

Female thread (DKR) Female thread (DKR) Female thread (DKL/DKOL) Female thread (DKL/DKOL) Male thread (AGR)

1/4" : 1/4"  3/8" : 3/8" M14 : M14 M18 : M18  3/8" : 3/8"

	 	 	 	
1SN	 6	 210	 150 °C	   3,5 m
				      4,0 m
				      4,2 m
				      4,7 m
				      5,0 m
				      5,5 m
				    10,0 m

R+M Nr.
331 152 803 5

331 152 804 2

331 152 805

R+M Nr.
330 117 303 5
330 117 304
330 117 304 2

330 117 310

R+M Nr.
331 172 803 59

331 172 804 29
331 172 804 79

R+M Nr.
331 172 603 5
331 172 604

331 172 605

R+M Nr.
331 154 803 5

331 154 804 2

331 154 805

R+M Nr.
331 117 303 5
331 117 304
331 117 304 2

331 117 305

331 117 310  

R+M Nr.
331 152 603 5
331 152 604
331 152 604 2

331 152 605 5

CARWASH COMFORT - the new hose wonder in self-service washing bays

3/8" : 3/8"1/4" : 1/4" 1/4" : 1/4" M14 : M14 M14 : M14

High pressure hoses for self-service washing bays
Female thread (DKR) F thread 

(DKL) VA

Hoses with single wire braid and wrapped cover

QSC - swivel disc plug F thread 
(DKL)

New NewNewNewNew

Further hp hoses suitable for self-service washing bays are available on request.
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High pressure hoses & hose fittings

R+M Nr.
359 100 410 7
359 100 415 7
359 100 420 7
359 100 425 7
359 100 430 7
359 100 435 7
359 100 440 7

R+M Nr.
359 101 410 7
359 101 415 7
359 101 420 7
359 101 425 7
359 101 430 7
359 101 435 7
359 101 440 7

R+M Nr.
359 156 410
359 156 415
359 156 420
359 156 425
359 156 430
359 156 435
359 156 440

R+M Nr.
359 100 410 9
359 100 415 9
359 100 420 9
359 100 425 9
359 100 430 9
359 100 435 9
359 100 440 9

R+M Nr.
359 144 410 9
359 144 415 9
359 144 420 9
359 144 425 9
359 144 430 9
359 144 435 9
359 144 440 9

R+M Nr.
359 100 410
359 100 415
359 100 420
359 100 425
359 100 430
359 100 435
359 100 440

R+M Nr.
359 156 410 9
359 156 415 9
359 156 420 9
359 156 425 9
359 156 430 9
359 156 435 9
359 156 440 9

	 	 	 	
Galva	 10	 350 bar	 121 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m
				    35 m
				    40 m

M22 : M22 1/2" : 1/2" 3/8" : 3/8"1/2" : 1/2"M22 : M22M22 : M22

R+M Nr.
490 056 002 59
490 056 010 9
490 056 015 9
490 056 020 9
490 056 025 9
490 056 030 9
490 056 035 9
490 056 040 9

R+M Nr.
475 056 602 59
475 056 610 9
475 056 615 9
475 056 620 9
475 056 625 9
475 056 630 9
475 056 635 9
475 056 640 9

  2,5 m
10,0 m
15,0 m
20,0 m
25,0 m
30,0 m
35,0 m
40,0 m

  2,5 m
10,0 m
15,0 m
20,0 m
25,0 m
30,0 m
35,0 m
40,0 m

R+M Nr.	
303 60	 10 - 95 m

R+M Nr.	
303 70	 10 - 70 m

R+M Nr.
490 046 002 59
490 046 010 9
490 046 015 9
490 046 020 9
490 046 025 9
490 046 030 9
490 046 035 9
490 046 040 9

R+M Nr.
475 046 602 59
475 046 610 9
475 046 615 9
475 046 620 9
475 046 625 9
475 046 630 9
475 046 635 9
475 046 640 9

1/2" : 1/2" 1/2" : 1/2"1/2" : 1/2" 1/2" : 1/2"

The advantages of the zinc-plated 
steel braids become obvious when 
effecting a salt water test. The 
Galvanator has been soaked in a 5 
% salt water solution at 45 °C for 48 
hours. 

Interior synthetic rubber. Resistant to usual washing agents. Very temperature-resistant. Double zinc-plated steel wire braid. Surface special synthetic 
rubber. Resistant to poultry fats. Non marking (soot free). Field of application: poultry farms, slaughterhouses, bakeries, fishing etc. Not suitable for 
swimming baths, standard and industrial cleaning applications.

Food hose EN 854. Particularly 
resistant to animal and poultry fats.

�Suitable for: oil, water, water-in-oil »»
emulsions and water mixes with up 
to 50 % detergent.
�Interior synthetic, oil-resistant »»
rubber.
Tight textile meshwork.»»
�Surface synthetic rubber. »»
Particularly abrasion-, oil-, ozone-
resistant, weatherproof and food 
safe.
�-40 °C - +150 °C. DN 12. Working »»
pressure max. 80 bar

Food hose according to 2002/72/
EC. Especially designed for industrial 
foam cleaning applications.

�Field of application: foam hose »»
and pre-spraying hose in the food 
industry. Suitable for: contact with 
liquid food products.
�Suitable for: water and water mixes »»
of usual cleaning detergents.
�PVC hose with five layers and a »»
flush surface.
�Reinforcing twofold textile mes-»»
hwork.
�-20 °C - +70 °C. DN 12. Working »»
pressure max. 50 bar

All fittings are zinc-plated steel. The hoses are also available with stainless steel fittings.  
Please be so kind as to state the following on your order: R+M Nr. plus number: 7 = plug and crimp stainless steel      

8 = plug stainless steel     9 = plug, crimp and connection stainless steel

Nipple stain-
less steel

Stainless 
steel

Nipple stain-
less steel

Stainless 
steel

Zinc-plated 
steel

Stainless 
steel

Zinc-plated 
steel

M22 : M22
	  swivel

Quick screw couplings QSC : QSC swivel M (AGR)Female thread (DKR)

Galvanator - food hose

Hoses with double wire braid made of zinc-plated steel and wrapped cover. Fittings stainless steel

suitable system 2000

suitable system 2000

suitable system 2000

suitable system 2000

DN 12 DN 12
Per metre Per metre

Fittings stainless steel Fittings stainless steel

Female thread 
DKR

Female thread 
DKR

Male thread 
AGR

Male thread 
AGR

Foodjet - food hose blufood® - food hose

Symbols   nominal diameter   pressure   temperature   length   type   diameter
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High pressure hoses & hose fittings

R+M Nr.
349 100 410 7
349 100 415 7
349 100 420 7
381 100 410 7
381 100 415 7
381 100 420 7

R+M Nr.
349 100 410 9
349 100 415 9
349 100 420 9
381 100 410 9
381 100 415 9
381 100 420 9

R+M Nr.
349 100 410
349 100 415
349 100 420
381 100 410
381 100 415
381 100 420

	 	 	 	
2SC	 8	 400 bar	 150 °C	 10 m
				    15 m
				    20 m
2SC	 10	 450 bar	 150 °C	 10 m
				    15 m
				    20 m

M22 : M22 M22 : M22M22 : M22

	
2SC	 10 m
	 15 m
	 20 m
	 30 m

R+M Nr.
364 177 310 9
364 177 315 9
364 177 320 9
364 177 330 9

R+M Nr.
364 144 310 9
364 144 315 9
364 144 320 9
364 144 330 9

R+M Nr.
358 177 310 9
358 177 315 9
358 177 320 9
358 177 330 9

R+M Nr.
358 144 310 9
358 144 315 9
358 144 320 9
358 144 330 9

R+M Nr.
368 697 610 9
368 697 615 9
368 697 620 9
368 697 630 9

R+M Nr.
358 100 310 9
358 100 315 9
358 100 320 9
358 100 330 9

R+M Nr.
364 100 310 9
364 100 315 9
364 100 320 9
364 100 330 9

R+M Nr.
358 197 310 9
358 197 315 9
358 197 320 9
358 197 330 9

R+M Nr.
364 197 310 9
364 197 315 9
364 197 320 9
364 197 330 9

M22 : M22 3/8" : 3/8" M24 : M24

Max. 600 barMax. 500 bar Max. 500 bar Max. 500 bar Max. 500 bar Max. 500 bar Max. 500 bar Max. 500 bar Max. 500 bar

M22 : M22M22 : M22 3/8" : 3/8" M22 : M22 M24 : M24 M24 : M24

R+M Nr. 
344 100 710
344 100 715
344 100 720

R+M Nr.
344 101 710
344 101 715
344 101 720

R+M Nr. 
344 100 710 8
344 100 715 8
344 100 720 8

	 	 	 	
1SN	 8	 315 bar	 150 °C	 10 m
				    15 m
				    20 m

M22 : M22 M22 : M22
nipple st. steel

Food hoses

Other lengths or connections  
are available on request.

�Interior synthetic rubber. Very »»
temperature-resistant. Resistant to usual 
washing agents.
�Surface special synthetic rubber. Non »»
marking (soot free). Resistant to animal 
fats.
�Field of application:»»  slaughterhouses, 
fishing, bakeries etc. Not suitable for 
swimming baths, poultry fat, standard and 
industrial cleaning applications.

Ultra high pressure hoses

High pressure hoses

Quick screw couplings

Hoses with double wire braid and wrapped cover
Nipple st. steel Stainless steel Zinc-pl. steel

suitable system 2000

suitable system 2000

suitable system 2000

Hoses with double wire braid and winded surface. Nominal diameter 10. Safety factor 3,5. Fittings stainless steel. Max. 150 °C

Female thread (DKOS) Male thread (AGR) Quick screw couplings

Quick screw couplings QSC : QSC

M22 : M22
	  swivel

Hoses with single wire braid and wrapped cover

suitable system 2000

suitable system 2000

suitable system 2000

Symbols   nominal diameter   pressure   
 temperature   length   type
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High pressure hoses & hose fittings

R+M Nr.
420 300 010
420 300 015
420 300 020
420 300 025
420 300 030

R+M Nr.
420 315 010
420 315 015
420 315 020
420 315 025
420 315 030

R+M Nr.
410 015 010
410 015 015
410 015 020
410 015 025
410 015 030
400 015 010
400 015 015
400 015 020
400 015 025
400 015 030

R+M Nr.
420 336 010
420 336 015
420 336 020
420 336 025
420 336 030

R+M Nr.

R+M Nr.
420 301 010
420 301 015
420 301 020
420 301 025
420 301 030

R+M Nr.

R+M Nr.
420 316 010
420 316 015
420 316 020
420 316 025
420 316 030

R+M Nr.

R+M Nr.
420 335 010
420 335 015
420 335 020
420 335 025
420 335 030

R+M Nr.
410 035 010
410 035 015
410 035 020
410 035 025
410 035 030
400 035 010
400 035 015
400 035 020
400 035 025
400 035 030

R+M Nr.
420 330 010
420 330 015
420 330 020
420 330 025
420 330 030

R+M Nr.
410 030 010
410 030 015
410 030 020
410 030 025
410 030 030
400 030 010
400 030 015
400 030 020
400 030 025
400 030 030

R+M Nr.
420 345 010
420 345 015
420 345 020
420 345 025
420 345 030

R+M Nr.
410 045 010 *
410 045 015 *
410 045 020 *
410 045 025 *
410 045 030 *
400 045 010 *
400 045 015 *
400 045 020 *
400 045 025 *
400 045 030 *

R+M Nr.
410 000 010
410 000 015
410 000 020
410 000 025
410 000 030
400 000 010
400 000 015
400 000 020
400 000 025
400 000 030

	 	 	 	
Flexy	 6	 300 bar	 100 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m

	 	 	 	
Polya	 5	 200 bar	 20 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m
Polya	 5	 120 bar	 20 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m

R+M Nr.
420 302 010
420 302 015
420 302 020
420 302 025
420 302 030

R+M Nr.
420 332 010
420 332 015
420 332 020
420 332 025
420 332 030

R+M Nr.
410 032 008
410 032 010
410 032 015
410 032 020
410 032 025
410 032 030
410 032 040
400 032 010
400 032 015
400 032 020
400 032 025
400 032 030

R+M Nr.
420 312 010
420 312 015
420 312 020
420 312 025
420 312 030

R+M Nr. R+M Nr.

R+M Nr.
410 012 008
410 012 010
410 012 015
410 012 020
410 012 025
410 012 030
410 012 040
400 012 010
400 012 015
400 012 020
400 012 025
400 012 030

R+M Nr.
412 012 008
412 012 010
412 012 015
412 012 020
412 012 025
412 012 030
412 012 040

R+M Nr.
410 007 008
410 007 010
410 007 015
410 007 020
410 007 025
410 007 030
410 007 040

R+M Nr.
420 317 010
420 317 015
420 317 020
420 317 025
420 317 030

R+M Nr.
410 017 008
410 017 010
410 017 015
410 017 020
410 017 025
410 017 030
410 017 040
400 017 010
400 017 015
400 017 020
400 017 025
400 017 030

R+M Nr.
420 337 010
420 337 015
420 337 020
420 337 025
420 337 030

R+M Nr.
410 037 008
410 037 010
410 037 015
410 037 020
410 037 025
410 037 030
410 037 040
400 037 010
400 037 015
400 037 020
400 037 025
400 037 030

R+M Nr.
420 347 010
420 347 015
420 347 020
420 347 025
420 347 030

R+M Nr.
410 047 008 *
410 047 010 *
410 047 015 *
410 047 020 *
410 047 025 *
410 047 030 *
410 047 040 *
400 047 010 *
400 047 015 *
400 047 020 *
400 047 025 *
400 047 030 *

R+M Nr.
410 002 008
410 002 010
410 002 015
410 002 020
410 002 025
410 002 030
410 002 040
400 002 010
400 002 015
400 002 020
400 002 025
400 002 030

	 	 	 	
Flexy	 6	 300 bar	 100 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m

	 	 	 	
Polya	 5	 200 bar	 20 °C	   8 m
				    10 m
				    15 m
				    20 m
				    25 m
				    30 m
				    40 m
Polya	 5	 120 bar	 20 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m

M22 : 1/8" M22 : 1/4" KW : 1/8"M21 : 1/8" KW : 1/4"M21 : 1/4" KW : 1/8" K : 1/8"

M21 : 1/8" KW : 1/8" K : 1/8" M22 : 1/8" M22 : 1/8" M22 : 1/8"M22 : 1/8" KW : 1/8"

Sewer cleaning hose assemblies without nozzle

Sewer cleaning hose assemblies with nozzle

 Quick screw coupling : male thread + o-ring Plug : male thread + o-ring

Hoses with single wire braid and smooth cover

Plastic hoses with single fabric braid

Quick screw couplings Male thread QSCPlug

Hoses with single wire braid and smooth cover

Plastic hoses with single fabric braid

* plug plastic with brass thread

* plug plastic with brass thread
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High pressure hoses & hose fittings

R+M Nr.
420 310 010
420 310 015
420 310 020
420 310 025
420 310 030

R+M Nr.
411 000 010
411 000 015
411 000 020
411 000 025
411 000 030

R+M Nr.
411 037 010
411 037 015
411 037 020
411 037 025
411 037 030

R+M Nr.
410 010 010
410 010 015
410 010 020
410 010 025
410 010 030
400 010 010
400 010 015
400 010 020
400 010 025
400 010 030

R+M Nr.
420 340 010
420 340 015
420 340 020
420 340 025
420 340 030

R+M Nr.
410 040 010
410 040 015
410 040 020
410 040 025
410 040 030
400 040 010
400 040 015
400 040 020
400 040 025
400 040 030

R+M Nr.
420 311 010
420 311 015
420 311 020
420 311 025
420 311 030

R+M Nr.
411 015 010
411 015 015
411 015 020
411 015 025
411 015 030

R+M Nr.
411 035 010
411 035 015
411 035 020
411 035 025
411 035 030

R+M Nr.
411 040 010
411 040 015
411 040 020
411 040 025
411 040 030

R+M Nr.
411 038 010
411 038 015
411 038 020
411 038 025
411 038 030

R+M Nr.

R+M Nr.
420 342 010
420 342 015
420 342 020
420 342 025
420 342 030

R+M Nr.

	 	
R+M 1	 4	 10 m
		  15 m
		  20 m
		  25 m
		  30 m

	 	
R+M 1	 4	 10 m
		  15 m
		  20 m
		  25 m
		  30 m

	 	 	 	
Flexy	 6	 300 bar	 100 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m

	 	 	 	
Polya	 5	 200 bar	 20 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m
Polya	 5	 120 bar	 20 °C	 10 m
				    15 m
				    20 m
				    25 m
				    30 m

M22 : 1/4"M22 : 1/8" 1/8" : 1/8" M22 : 1/8"

KW : 1/8"

Nozzle M thread + 
o-ring

Rotating 
nozzle

M21 : 1/8"

KW : 1/8"

1/8" : 1/8"

KW : 1/8"

1/4" : 1/4"

Max. 300 bar / 99 °C

Max. 300 bar / 99 °C

Sewer cleaning hose assemblies without nozzle

ST-71 hose reel with sewer cleaning hose assembly

As required our sewer 
cleaning hoses have 
a safety clearance 
marking directly on 
the hose which is 
placed 0.5 m of the 
nozzle.

R+M Nr.	 	
200 071 615	 1/8" M	 M22 M
200 071 620	 1/4" M	 M22 M

The ST-71 hose reel is equipped with a 15 m Flexy sewer cleaning 
hose DN 6. The frame of the reel is made out of stainless steel and 
the reel is made out of plastics.
The space-saving and orderly solution can either be hung up at the 
wall or refitted in high pressure cleaner. 
The hose can be used as extension of high pressure hoses or as 
sewer cleaning hose. 
Max. 300 bar / 100 °C

M : M + o-ring QSC : male thread + o-ring

Plug KW

M thread + o-ring

Hoses with single wire braid and smooth cover Plastic hoses with single wire braid

Plastic hoses with single wire braid

Plastic hoses with single fabric braid

Symbols   nozzle   nominal diameter   pressure   temperature   length   type   outlet   inlet   thread   lance   flow

New
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VS 100  6 2,0
VS 200  6 2,5
VS 300  8 3,0
VS 400 10 4,0

   
RD 200  50 29  0,25 kg
RD 400  74 40  0,80 kg
RD 500 116 60  2,10 kg
RD 600 160 79  4,00 kg

High pressure hoses & hose fittings

R+M Nr.	 	 	 	 	
495 334 000 5	 2	 03	 500 bar	 60 °C	   0,5 m
495 334 002 0	 2	 03	 500 bar	 60 °C	   2,0 m
495 334 005 0	 2	 03	 500 bar	 60 °C	   5,0 m
495 334 008 0	 2	 03	 500 bar	 60 °C	   8,0 m
495 334 010 0	 2	 03	 500 bar	 60 °C	 10,0 m
495 334 015 5	 2	 03	 500 bar	 60 °C	 15,5 m
495 334 020	 2	 03	 500 bar	 60 °C	 20,0 m
495 334 025	 2	 03	 500 bar	 60 °C	 25,0 m

Rotating nozzles RD . 250 bar Nozzle inserts solid stream VS . 500 bar

Sewer cleaning nozzles

Sewer cleaning hose assemblies with mini-nozzle
Heat exchangers in thermal power stations or conveyor pipes in the food 
industry are often sewers of 10 to 12 mm in diameter. In order to clean them 
effectively from the inside a device for sewer cleaning with small diameters 
and high pressures is required. 

We have also in this case the best possible solution for you!

"small" as desired and "powerful" with great performance

We are talking about the new mini-device for sewer cleaning. Being only  
9 mm in diameter the nozzle withstands the working pressure of up to 500 
bar. Completely sensational or what do you think? The nozzle for sewer 
cleaning is made out of stainless steel and equipped with three jet outlets 
to the back and one forward. 

The mini-nozzle for sewer cleaning is supplied with a black plastic hose 
with a nominal diameter of 2 and assembled with 1/8" M. The device is so 
suitable for all common high pressure cleaner.

Stainless steel. Brazen rotating body. Excellent cleaning by rotating jets. 
Exchangeable inserts included. Excellent pulling power by return beams 
specially placed. Pressure max. 250 bar. Delivery time of approx. 3-4 week

Stainless steel. Pressure max. 500 bar

R+M Nr.	 	    *	 	 rear jet 	 front jet	
652 500 01	 RD 200	   20 - 40 	  1/4" F	 4	 3	   ab 40 mm
652 500 02	 RD 400	   40 - 120	 1/2" F	 5	 3	   ab 70 mm
652 500 03	 RD 500	 140 - 180	 3/4" F	 6	 3	 ab 100 mm
652 500 04	 RD 600	 300 - 360	 1" F	 8	 3	 ab 120 mm

R+M Nr.	 	 orifice 	
652 600 01	 VS 100	 0,6 - 1,5 mm	 M4
652 600 02	 VS 200	 0,6 - 2,0 mm	 M6
652 600 03	 VS 300	 0,6 - 2,5 mm	 M8
652 600 04	 VS 400	 0,6 - 3,8 mm	 M10
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BV 406  55 45 0,4 kg
BV 508 100 55 1,5 kg
BV 608 105 70 2,2 kg

   
BA 406 100 70 1,4 kg
BA 506 135 70 2,8 kg
BA 606 160 75 3,8 kg

   
LK 200 57 17  60 g
LK 400 65 24 200 g
LK 500 75 32 300 g
LK 600 90 41 500 g

   
RT 100 80 12  0,18 kg

   
FR 204  29 19  0,04 kg
FR 304  50 25  0,10 kg
FR 406  61 29  0,15 kg
FR 506  71 38  0,35 kg
FR 606  95 50  0,90 kg
FR 609 120 60  1,40 kg

   
RH 100 63 12  0,1 kg

High pressure hoses & hose fittings

Stainless steel. With exchangeable inserts. Extreme pulling and cleaning 
power. Pressure max. 250 bar. Applications: Removal of deposits and 
blockages, sewer cleaning. Delivery time of approx. 3-4 week

Sewer nozzles BV . 250 bar *

Sewer cleaning nozzles

Stainless steel. 3 sharp cutting edges provide excellent milling effect. 3 or 4 
jets to front. Pressure max. 250 bar. Applications: completely blocked pipes. 
Delivery time of approx. 3-4 week

Milling type FR . 250 bar *

Stainless steel. Rotating body hp-bronze. Compact model, universally 
applicable. Extreme cleaning performance, removes hard deposits. Pressure 
max. 1000 bar. Delivery time of approx. 3-4 week

Rotating nozzles RH . 1000 bar

Stainless steel. Rotating body hp-bronze. Compact model, universally 
applicable. Extreme cleaning performance, removes hard deposits. Pressure 
max. 1000 bar. Delivery time of approx. 3-4 week

Rotating nozzles RT . 1000 bar

* When placing an order, please state flow rate + pressure.

Hardened steel. With exchangeable inserts. Extreme pulling and cleaning 
power. Pressure max. 250 bar. Applications: all around cleaning of dirty or 
blocked sewers. Delivery time of approx. 3-4 week

Sewer nozzles BA . 250 bar *

Stainless steel. Extremely high impact force. Long reach. Pressure max. 500 
bar. Applications: cleaning of shafts. Delivery time of approx. 3-4 week

Cone shape nozzles LK . 500 bar *

R+M Nr.	 	   *	 	 rear jet	 front jet	
652 300 01	 FR 204	   20 - 40 	  1/4" F	 4	 4 (drills)	   from 30 mm
652 300 02	 FR 304	   30 - 60 	  3/8" F	 4	 4 (drills)	   from 50 mm
652 300 03	 FR 406	   50 - 90 	  1/2" F	 6	 4 (M4)	   from 60 mm
652 300 04	 FR 506	   90 - 180	 3/4" F	 6	 4 (M4)	   from 80 mm
652 300 05	 FR 606	 200 - 360	 1" F	 6	 4 (M6)	 from 120 mm
652 300 06	 FR 609	 200 - 360	 1" F	 9	 4 (M6)	 from 200 mm

R+M Nr.	 	 	 	 side jet
652 810 010	 RH 100	 10 l/100 bar	 1/8" F	 2
652 810 014	 RH 100	 14 l/100 bar	 1/8" F	 2 

R+M Nr.	 	 	 	 side jet	 front jet
652 710 014	 RT 100	 14 l/100 bar	 1/8" F	 2	 2 

R+M Nr.	  	 orifice 	
652 400 01	 LK 200	 2 - 5 mm	 1/4" M
652 400 02	 LK 400	 3 - 6 mm	 1/2" M
652 400 03	 LK 500	 3 - 7 mm	 3/4" M
652 400 04	 LK 600	 4 - 8 mm	 1" M

R+M Nr.	 	    *	 	 rear jet	 front jet	
652 100 01	 BV 406    	   40 - 80 	  1/2" F	 6 (M6)		    from 60 mm
652 100 02	 BV 406-Z	   40 - 80 	  1/2" F	 6 (M6)	 1 (M6)	   from 60 mm
652 100 03	 BV 508    	 100 - 200	 3/4" F	 4+4 (M8)		  from 100 mm
652 100 04	 BV 508-Z	 100 - 200	 3/4" F	 4+4 (M8)	 1 (M8)	 from 100 mm
652 100 05	 BV 608    	 180 - 340	 1" F	 4+4 (M10)	  	 from 150 mm
652 100 06	 BV 608-Z	 180 - 340	 1" F	 4+4 (M10)	 1 (M10)	 from 150 mm

R+M Nr.	 	   *	 	 rear jet	 front jet	
652 200 01	 BA 406    	   40 - 100	 1/2" F	 6 (M6)		  from 100 mm
652 200 02	 BA 406-Z	   40 - 100	 1/2" F	 6 (M6)	 1 (M6)	 from 100 mm
652 200 03	 BA 506    	   80 - 200	 3/4" F	 6 (M8)		  from 150 mm
652 200 04	 BA 506-Z	   80 - 200	 3/4" F	 6 (M8)	 1 (M8)	 from 150 mm
652 200 05	 BA 606    	 200 - 400	 1" F	 6 (M10)		  from 200 mm
652 200 06	 BA 606-Z	 200 - 400	 1" F	 6 (M10)	 1 (M10)	 from 200 mm
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BV 406  55 45 0,4 kg
BV 508 100 55 1,5 kg
BV 608 105 70 2,2 kg

   
BA 406 100 70 1,4 kg
BA 506 135 70 2,8 kg
BA 606 160 75 3,8 kg

   
LK 200 57 17  60 g
LK 400 65 24 200 g
LK 500 75 32 300 g
LK 600 90 41 500 g

   
RT 100 80 12  0,18 kg

   
FR 204  29 19  0,04 kg
FR 304  50 25  0,10 kg
FR 406  61 29  0,15 kg
FR 506  71 38  0,35 kg
FR 606  95 50  0,90 kg
FR 609 120 60  1,40 kg

   
RH 100 63 12  0,1 kg
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High pressure hoses & hose fittings

R+M Nr.

200 049 950

200 049 970

035
04
045
05
055
06
065
07
075
08
090
10
11
12

04
045
05
055
06
065
07
075
08
090
10
11
12
15
18
20

R+M Nr.
650 01
650 05
650 00

650 09
650 10

650 40

R+M Nr.

122 370 170

650 60 
650 50
650 55
650 56

650 20

650 30

R+M Nr.

200 049 825
200 049 830
200 049 835
200 049 840

200 049 845

200 049 850

R+M Nr.
651 05
651 04
651 00
651 08
651 16
651 10

651 40

651 48

R+M Nr.

651 14
651 12
651 13
651 15
651 18

651 20

651 25
651 30
651 46

R+M Nr.
200 049 794
200 049 795
200 049 800
200 049 805
200 049 810

200 049 815

200 049 820
651 61 *

651 62 ***

R+M Nr.

651 84

R+M Nr.

651 88

651 87

651 89

651 86

651 85

R+M Nr.
200 049 860
200 049 870
200 049 880

200 049 890

200 049 891

200 049 892

200 049 893
200 049 894

200 049 895

R+M Nr.

200 049 896

200 049 897
200 049 898
200 049 899

1/8" F. Nozzle with traction.  
 12 mm. Max. 500 bar

Nozzles without centric hole Nozzles with centric hole

Mini rotating nozzlesRotating nozzles ST-49.1 without centric hole ST-49.1 with centric hole

Nozzles for sewer cleaning

* No traction. Additionaly lateral hole

** Cleaning of clogged pipes

*** Cleaning of clogged pipes. Additionaly lateral and centric hole

1/8" F.  15 mm. 
Stainless steel

1/4" F.  19 mm. 
Stainless steel

3/8" F.  24 mm. 
Stainless steel

1/4" F **.  19 mm. 
Stainless steel

1/8" F **.  15 mm. 
Stainless steel

3/8" F **.  24 mm. 
Stainless steel

 1/8" F.  19 mm  1/4" F.  19 mm  3/8" F.  24 mm  3/8" F.  24 mm

New

Symbols   flow   thread   lance   diameter   type   nozzle
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High pressure hoses & hose fittings

R+M Nr.	 	 	 	 	 	
301 00	 1SN	 6	 13,4	 210 bar	   ≥840 bar	  -40 °C - +150 °C
301 10	 1SN	 8	 15,0	 210 bar	   ≥840 bar	  -40 °C - +150 °C
301 15	 1SN	 8	 15,0	 315 bar	 ≥1260 bar	  -40 °C - +150 °C
302 10	 1SN	 10	 17,4	 210 bar	   ≥840 bar	  -40 °C - +150 °C
302 15	 1SN	 12	 20,6	 180 bar	   ≥720 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
301 06	 1SN	 6	 13,4	 210 bar	 ≥840 bar	  -40 °C - +150 °C
301 46	 1SN	 8	 15,0	 210 bar	 ≥840 bar	  -40 °C - +150 °C
302 46	 1SN	 10	 17,4	 210 bar	 ≥840 bar	  -40 °C - +150 °C
302 92	 1SN	 12	 20,6	 210 bar	 ≥840 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
301 07	 1SN 	 6	 13,4	 210 bar	 ≥840 bar	  -40 °C - +150 °C
301 45	 1SN	 8	 15,0	 210 bar	 ≥840 bar	  -40 °C - +150 °C
301 16	 1SN	 8	 15,0	 315 bar	 ≥840 bar	  -40 °C - +150 °C
302 45	 1SN	 10	 17,4	 210 bar	 ≥840 bar	  -40 °C - +150 °C
302 90	 1SN	 12	 20,6	 180 bar	 ≥720 bar	  -40 °C - +150 °C
303 16	 1SN	 16	 23,7	 130 bar	 ≥520 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
302 902	 1SN	 12	 20,8	 210 bar	 ≥720 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
301 18	 1SN 	 8	 15,0	 315 bar	 ≥1260 bar	  -40 °C - +150 °C

1SN blue - wrapped cover

1SN blue - smooth cover

1SN black - wrapped cover

1SN grey - wrapped cover

1SN red - wrapped cover

R+M Nr.	 	 	 	 	 	
301 11	 1SN	 8	 15,2	 210 bar	   ≥840 bar	  -40 °C - +150 °C

1SN black - smooth cover

High pressure hoses per metre

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single 
wire braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Field of 
application: suitable for versatile, universal applications such as industrial plants, agriculture, petrol 
stations etc.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as industrial 
plants, working areas and factories. Red colour for warning at hot water installations or for avoiding 
trips and falls / protection against being run over. 

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single 
wire braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Field of 
application: suitable for versatile, universal applications such as industrial plants, agriculture, petrol 
stations etc.

Symbols   nominal diameter   diameter   type   pressure   burst pressure   temperature

New

New
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High pressure hoses & hose fittings

R+M Nr.	 	 	 	 	 	
301 02	 2SC	 6	 14,0	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
301 50	 2SC	 8	 15,6	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 50	 2SC	 10	 17,5	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 55	 2SC	 10	 17,5	 500 bar	 ≥1700 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
302 05	 2SC 	 8	 15,6	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 65	 2SC 	 10	 17,5	 400 bar	 ≥1600 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
301 51	 2SN 	 8	 17,3	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 81	 2SN 	 12	 23,0	 300 bar	 ≥1200 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
301 52	 2SN 	 8	 16,7	 400 bar	 ≥1600 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
302 95	 2SN 	 12	 22,2	 300 bar	 ≥1200 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
302 052	 2SN 	 8	 16,7	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 653	 2SN 	 10	 18,9	 400 bar	 ≥1600 bar	  -40 °C - +150 °C

2SN blue - wrapped cover

2SN blue - smooth cover

2SN black - wrapped cover

2SN black - smooth cover

2SC blue - wrapped cover

2SC black - wrapped cover

2SC grey - wrapped cover

R+M Nr.	 	 	 	 	 	
302 06	 2SC	   8	 15,6	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 66	 2SC	 10	 17,5	 400 bar	 ≥1600 bar	  -40 °C - +150 °C

High pressure hoses per metre

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Field of 
application: suitable for versatile, universal applications such as industrial plants, agriculture, petrol 
stations etc.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Field of 
application: suitable for versatile, universal applications such as industrial plants, agriculture, petrol 
stations etc.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Field of 
application: suitable for versatile, universal applications such as industrial plants, agriculture, petrol 
stations etc.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

New

New
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High pressure hoses & hose fittings

R+M Nr.	 	 	 	 	 	
301 40	 1ST	   8	 17,5	 210 bar	 ≥840 bar	  -40 °C - +150 °C
302 40	 1ST	 10	 19,8	 210 bar	 ≥840 bar	  -40 °C - +150 °C
302 70	 1ST	 12	 23,0	 180 bar	 ≥720 bar	  -40 °C - +150 °C
303 17	 1ST	 16	 26,2	 130 bar	 ≥520 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
302 56	 2SC	 10	 17,5	 500 bar	 ≥1700 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
302 08	 2SC	 8	 15,6	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 68	 2SC	 10	 17,5	 400 bar	 ≥1600 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
301 20	 1ST	   8	 17,5	 210 bar	 ≥840 bar	  -40 °C - +150 °C
302 20	 1ST	 10	 19,8	 210 bar	 ≥840 bar	  -40 °C - +150 °C

1ST blue - wrapped cover

2SC red - wrapped cover

2SC yellow - wrapped cover

1ST black - wrapped cover

R+M Nr.	 	 	 	 	 	
301 35	 2ST	   8	 19,1	 400 bar	 ≥1600 bar	  -40 °C - +150 °C
302 35	 2ST	 10	 21,4	 330 bar	 ≥1320 bar	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
302 36	 2ST	 10	 21,4	 330 bar	 ≥1320 bar	  -40 °C - +150 °C

2ST blue - wrapped cover

2ST black - wrapped cover

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as industrial 
plants, working areas and factories. Red colour for warning at hot water installations or for avoiding 
trips and falls / protection against being run over. 

Interior synthetic rubber. Resistant to usual washing agents. Very temperature-resistant. Double wire 
braid. Surface special synthetic rubber. Non Marking (soot free). Resistant to animal fats, not resistant 
to poultry fats. Field of application: slaughterhouses, fishing, bakeries etc. Not suitable for swimming 
baths, standard and industrial cleaning applications. The hoses should be cleaned with hot water but 
not with any solvents or chemicals as this makes them harden and unserviceable.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Single wire 
braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Thick version. Field 
of application: suitable for versatile, universal applications such as industrial plants, agriculture, 
petrol stations etc.

High pressure hoses per metre

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Non Marking (soot free). Abrasion-, oil-, ozone-resistant and 
weatherproof. Field of application: suitable for versatile, universal applications such as self service car 
wash, swimming baths, offices and plants being equipped with e.g. tiles or special flooring.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Thick version. 
Field of application: suitable for versatile, universal applications such as industrial plants, agriculture, 
petrol stations etc.

Symbols   nominal diameter   diameter   type   pressure   burst pressure   temperature
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High pressure hoses & hose fittings

R+M Nr.	 	 	 	 	 	
302 27	 1SN	 10	 17,4	 210 bar	   >840 bar	 -40 °C - +100 °C
302 17	 1SN	 12	 20,6	 180 bar	   >720 bar	 -40 °C - +100 °C
301 57	 2SC	   8	 15,6	 400 bar	 >1600 bar	 -40 °C - +100 °C
302 57	 2SC	 10	 17,5	 375 bar	 >1500 bar	 -40 °C - +100 °C
302 87	 2SC	 12	 22,2	 310 bar	 >1240 bar	 -40 °C - +100 °C

Golden-A

R+M Nr.	 	 	 	 	 	
303 60	 Foodjet	 12	 19,1	 80 bar	 240	  -40 °C - +150 °C

R+M Nr.	 	 	 	 	 	
303 70	 blufood	 12	 22	 50 bar	 240	 -20 °C - +70 °C

R+M Nr.	 	 	 	 	 	
302 67	 Galvanator	 10	 17,6	 350 bar	 ≥ 1400 bar	 -40 °C - +121 °C

R+M Nr.	 	 	 	 	 	
302 47	 2SN	 10	 17,4	 400 bar	 >1600 bar	 -40 °C - +150 °C

Superball

R+M Nr.	 	 	 	 	 	
302 54	 2SN	 10	 17,8	 600 bar	 2000 bar	 -40 °C - +150 °C

Ultra high pressure hose

High pressure hoses per metre

Interior synthetic rubber. Double brazen wire braid. Surface synthetic rubber. Very abrasion-resistant 
plastic coating. Particularly abrasion-, oil-, ozone-resistant and weatherproof. Ideal for cleaning 
applications on rough floors which must be very non-abrasive. Considerably increased durability 
compared to usual hp hoses.

Food hose EN 854. Particularly resistant to animal and poultry fats. Suitable for: oil, water, water-in-oil 
emulsions and water mixes with up to 50 % detergent. Suitable for: oil, water, water-in-oil emulsions 
and water mixes with up to 50 % detergent. Interior synthetic, oil-resistant rubber. Tight textile 
meshwork. Surface synthetic rubber. Particularly abrasion-, oil-, ozone-resistant, weatherproof and 
food safe. Field of application: cleaning hose designed for the food industry.

Food hose according to 2002/72/EC. Especially designed for industrial foam cleaning applications. 
Suitable for: water and water mixes of usual cleaning detergents. Fivefold coated PVC hose with a 
flush surface.Twofold textile meshwork. Field of application: foam hose and pre-spraying hose in the 
food industry. Suitable for the contact with liquid food products.

Interior synthetic rubber. Double steel wire braid for hot water. Surface synthetic rubber. Equipped 
with moulded and assembled protection balls which simplify the hose`s application. Lower friction, 
easy to pull the hose around any corner, does not get stuck, free water flow under the hose is 
guaranteed, a very clean and hygienic cleaning hose. Increased durability due to lower abrasive wear. 
Ideal for cleaning swimming baths. Delivery time of approx. 3 weeks

Interior synthetic rubber. Resistant to usual washing agents. Very temperature-resistant. Double 
steel zinc plated wire braid. Surface special synthetic rubber. Resistant to poultry fats. Non Marking 
(soot free). Field of application: poultry farms, slaughterhouses, bakeries, fishing etc. Not suitable for 
swimming baths, standard and industrial cleaning applications. The hoses should be cleaned with hot 
water but not with any solvents or chemicals as this makes them harden and unserviceable.

Interior synthetic rubber. Very temperature-resistant. Resistant to usual washing agents. Double 
wire braid. Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. Field of 
application: suitable for versatile, universal applications such as industrial plants, agriculture, petrol 
stations etc.

Foodjet 

blufood®

Galvanator
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High pressure hoses & hose fittings

R+M Nr.	 	 	 	 	 	
304 01	 black	 5	 9,9	 120 bar	 ≥440 bar	 -20 °C - 60 °C

R+M Nr.	 	 	 	 	 	
304 10	 black	 5	 10,4	 200 bar	 ≥800 bar	 -30 °C - 60 °C

R+M Nr.	 	 	 	 	 	
300 01	 black	 6	 12,0	 160 bar	 ≥640 bar	 -20 °C - 65 °C

R+M Nr.	 	 	 	 	 	
304 15	 blupur	 5	 10,3	 200 bar	 ≥800 bar	 -40 °C - 60 °C

R+M Nr.	 	 	 	 	 	
300 95	 Flexy	 6	 10,8	 300 bar	 ≥ 800 bar	 -40 °C - +100 °C

R+M Nr.	 	 	 	 	 	
300 60	 1TE	   6	 12,4	 25 bar	 ≥100 bar	 -40 °C - +100 °C
300 622 5	 2TE	 25	 33,4	 50 bar	 ≥200 bar	 -40 °C - +100 °C

Flexy

TE

R+M Nr.	 	 	 	 	 	
304 20	 R+M 1	 4	 9,2	 300 bar	 ≥ 1000 bar	 -40 °C - +98 °C

R+M 1 / Bronze

R+M Nr.	 	 	 	 	 	
300 100 6	 blue	 6	 12,0	 200 bar	 >800 bar	 -40 °C - +60 °C
300 110 6	 grey	 6	 12,0	 200 bar	 >800 bar	 -40 °C - +60 °C
300 120 6	 red	 6	 12,0	 200 bar	 >800 bar	 -40 °C - +60 °C

CARWASH COMFORT

High pressure hoses per metre

Interior polyethylene. Synthetic inlay polyester free of rotting. Surface rubber-thermoplastic-blend. 
Limited oil-resistant.

Interior polyethylene with polyester woven into. Surface PVC

Interior polyethylene. Synthetic inlay polyester free of rotting. Surface rubber-thermoplastic-blend. 
Limited oil-resistant.

Special interior PES. High-tensile polyester meshwork. Surface blue PUR. Particularly 
abrasion-resistant. Oil-, ozone-resistant and weatherproof. Considerably increased durability 
compared to usual synthetic hoses

Interior synthetic rubber. Very elastic version. Single wire braid. Surface synthetic rubber. Abrasion-, 
oil-resistant and weatherproof. Field of application: semi-professional hp cleaning & pipe cleaning

Interior synthetic, oil-resistant rubber. Reinforcing by tight textile meshwork. Single textile braid. 
Surface synthetic rubber. Abrasion-, oil-, ozone-resistant and weatherproof. -40 °C - 100 °C (short time 
applications until 125 °C possible)

Interior polyester / elastomer. Very elastic version. Single wire braid. Surface polyurethane. Field of 
application: semi-professional hp cleaning & pipe cleaning.

Special interior very resistant to detergents and PES. High-tensile polyester reinforcing. Transparent 
and thermoplastic surface polyurethane. Oil-, UV-, ozone-resistant and weatherproof. Particularly 
light weight.

Symbols   nominal diameter   diameter   height   material   type   pressure   burst pressure   temperature

Plastic

blupur

New

New
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High pressure hoses & hose fittings

R+M

TE

1SC / 1SN

2SC

1ST

2ST / 2SN

Crimp cartridges suitable for different hose models

	 R+M Nr.	 hoses	 	 	 	
  4	 310 05	 R+M 1 Bronze	 ns	 10,3 mm	 12 mm	 zinc-plated steel
  6	 310 20	 Flexy	 ns	 13,3 mm	 25 mm	 zinc-plated steel
  6	 310 209	 Flexy	 ns	 13,3 mm	 25 mm	 stainless steel
  6	 310 20	 R+M 1 300 bar	 ns	 13,3 mm	 25 mm	 zinc-plated steel
10	 313 10	 Galvanator	 s	 16,6 mm	 32 mm	 zinc-plated steel
10	 313 19	 Galvanator	 s	 16,6 mm	 32 mm	 stainless steel
10	 313 15	 2SC 500 bar	 s	 18,4 mm	 33 mm	 zinc-plated steel
10	 313 159	 2SC 500 bar	 s	 18,3 mm	 39 mm	 stainless steel 
12	 313 301	 Foodjet	 ns	 23,0 mm	 34 mm	 zinc-plated steel
12	 313 319	 Foodjet	 ns	 22,7 mm	 34 mm	 stainless steel

	 R+M Nr.	 hoses	 	 	 	
  6	 310 20	 TE	 ns	 13,3 mm	 25 mm	 zinc-plated steel

	 R+M Nr.	 hoses	 	 	 	
  6	 312 05	 1SC compakt	 s	 12,3 mm	 31 mm	 zinc-plated steel
  6	 312 00	 1SN	 s	 13,2 mm	 30 mm	 zinc-plated steel
  6	 312 001	 1SN	 ns	 14,4 mm	 31 mm	 zinc-plated steel
  6	 312 09	 1SN	 s	 13,1 mm	 30 mm	 stainless steel
  8	 312 10	 1SN 210 bar	 s	 14,0 mm	 31 mm	 zinc-plated steel
  8	 312 101	 1SN 210 bar	 ns	 16,0 mm	 30 mm	 zinc-plated steel
  8	 312 19	 1SN 210 bar	 s	 14,0 mm	 31 mm	 stainless steel
  8	 312 191	 1SN 210 bar	 ns	 17,8 mm	 31 mm	 stainless steel
  8	 312 10	 1SN 315 bar	 s	 14,0 mm	 31 mm	 zinc-plated steel
  8	 312 101	 1SN 210 bar	 ns	 16,0 mm	 30 mm	 zinc-plated steel
  8	 312 19	 1SN 315 bar	 s	 14,0 mm	 31 mm	 stainless steel
  8	 312 191	 1SN 315 bar	 ns	 17,8 mm	 31 mm	 stainless steel
10	 313 10	 1SN	 s	 16,6 mm	 32 mm	 zinc-plated steel
10	 313 101	 1SN	 ns	 18,3 mm	 32 mm	 zinc-plated steel
10	 313 19	 1SN	 s	 16,6 mm	 32 mm	 stainless steel
10	 313 191	 1SN	 ns	 17,8 mm	 31 mm	 stainless steel
12	 313 30	 1SN	 s	 20,5 mm	 34 mm	 zinc-plated steel
12	 313 39	 1SN	 s	 19,3 mm	 34 mm	 stainless steel
12	 313 319	 1SN	 ns	 22,7 mm	 34 mm	 stainless steel
16	 313 40	 1SN	 s	 24,0 mm	 37 mm	 zinc-plated steel
16	 313 49	 1SN	 s	 24,0 mm	 37 mm	 stainless steel
20	 314 00	 1SN	 s	 27,1 mm	 43 mm	 zinc-plated steel
20	 313 59	 1SN	 s	 27,8 mm	 43 mm	 stainless steel
25	 313 601	 1SN	 ns	 36,8 mm	 50 mm	 zinc-plated steel

	 R+M Nr.	 hoses	 	 	 	
  6	 312 00	 2SC	 s	 13,2 mm	 30 mm	 zinc-plated steel
  6	 312 09	 2SC	 s	 13,1 mm	 30 mm	 stainless steel
  8	 312 10	 2SC	 s	 14,0 mm	 31 mm	 zinc-plated steel
  8	 312 19	 2SC	 s	 14,0 mm	 31 mm	 stainless steel
10	 313 10	 2SC	 s	 16,6 mm	 32 mm	 zinc-plated steel
10	 313 19	 2SC	 s	 16,6 mm	 32 mm	 stainless steel

	 R+M Nr.	 hoses	 	 	 	
  8	 312 10	 1ST	 s	 14,0 mm	 31 mm	 zinc-plated steel
  8	 312 19	 1ST	 s	 14,0 mm	 31 mm	 stainless steel
10	 313 10	 1ST	 s	 16,6 mm	 32 mm	 zinc-plated steel
10	 313 19	 1ST	 s	 16,6 mm	 32 mm	 stainless steel
12	 313 30	 1ST	 s	 20,5 mm	 34 mm	 zinc-plated steel
12	 313 39	 1ST	 s	 19,4 mm	 34 mm	 stainless steel
16	 313 40	 1ST	 s	 24,0 mm	 37 mm	 zinc-plated steel
16	 313 49	 1ST	 s	 24,0 mm	 37 mm	 stainless steel
20	 314 00	 1ST	 s	 27,1 mm	 43 mm	 zinc-plated steel
20	 313 59	 1ST	 s	 27,8 mm	 43 mm	 stainless steel

	 R+M Nr.	 hoses	 	 	 	
  6	 312 04	 2ST / 2SN	 s	 14,2 mm	 30 mm	 zinc-plated steel
  8	 312 20	 2ST / 2SN	 s	 15,7 mm	 30 mm	 zinc-plated steel
  8	 312 29	 2ST / 2SN	 s	 15,7 mm	 30 mm	 stainless steel
  8	 312 201	 2ST	 s	 15,7 mm	 30 mm	 zinc-plated steel
10	 313 20	 2ST / 2SN	 s	 18,1 mm	 32 mm	 zinc-plated steel
10	 313 29	 2ST / 2SN	 s	 18,0 mm	 32 mm	 stainless steel
10	 313 201	 2SN	 s	 18,0 mm	 32 mm	 zinc-plated steel
12	 313 35	 2ST / 2SN	 s	 22,0 mm	 34 mm	 zinc-plated steel
12	 313 359	 2ST / 2SN	 s	 21,0 mm	 35 mm	 stainless steel
25	 313 601	 2SN	 ns	 36,8 mm	 50 mm	 zinc-plated steel

	 R+M Nr.	 hoses	 	 	 	
  5	 310 10	 RR-120	 ns	 11,2 mm	 17 mm	 zinc-plated steel
  5	 310 10	 RR-200	 ns	 11,2 mm	 17 mm	 zinc-plated steel
  6	 310 20	 6-160	 ns	 13,3 mm	 25 mm	 zinc-plated steel
  5	 310 10	 blupur	 ns	 11,2 mm	 17 mm	 zinc-plated steel
  6	 310 20	 CARWASH COMFORT	 ns	 13,3 mm	 25 mm	 zinc-plated steel
12	 313 301	 blufood	 ns	 23,0 mm	 34 mm	 zinc-plated steel
12	 313 319	 blufood	 ns	 22,7 mm	 34 mm	 stainless steel

Plastic

s = to skive, ns = not to skive
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High pressure hoses & hose fittings

	
  6 	 14,9 mm
  8	 17,8 mm
10	 20,5 mm
12	 22,0 mm

	
6 	 15,5 mm
8-10	 20,5 mm
12	 23,5 mm

R+M Nr.

308 60
308 70
308 76

R+M Nr.
308 505
308 705
308 765

R+M Nr.
308 515
309 155
309 165

R+M Nr.

309 105

R+M Nr.

308 905

R+M Nr.

308 955
309 175

R+M Nr.

308 80
308 90

R+M Nr.
308 51

R+M Nr.
308 53

R+M Nr.	
308 52	 13,5 mm

R+M Nr.
308 50

R+M Nr.

309 05
309 15
309 16

R+M Nr.

309 00
309 10

R+M Nr.	
308 55	 13,5 mm

R+M Nr.	
308 551	 13,5

R+M Nr.	
316 960 6	 6
316 960 8	 8

R+M Nr.	
308 491 620	 20,0 mm

Hose bend restrictor

Plastic. Length 20 m

For plugs placed at the gun

Cartridge for plugs

Hose protection

The lip that  
engages behind  

the holder avoids 
any loosening.

Rubber

Plastic

Black Black Yellow Blue Blue Grey Grey

Elastomer

Black

Special material which is 
substantially more UV- and ozone-
resistant than usual rubber.

Further colours of the waved hose bend restrictor are available on request. 

Blue Grey Yellow Red

Black Spiral black Spiral blue

Symbols   nominal diameter   diameter   thread   type

New
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High pressure hoses & hose fittings

	
  6	 M12 x 1,5
  6	 M14 x 1,5
  6	 M16 x 1,5
  6	 M18 x 1,5
  8	 M14 x 1,5
  8	 M16 x 1,5
  8	 M18 x 1,5
  8	 M18 x 1,5
10	 M16 x 1,5
10	 M18 x 1,5
10	 M20 x 1,5
10	 M22 x 1,5
10	 M22 x 1,5
12	 M22 x 1,5
12	 M24 x 1,5

R+M Nr.	

316 462	 DKL

316 51	 DKL
316 71	 DKL
316 180 83	DKOS

316 81	 DKL

317 45	 DKOL

R+M Nr.	
316 452 9	 DKL

316 819	 DKL

317 492	 DKL

R+M Nr.	

316 72	 DKOL

316 82	 DKOL

317 44	 DKOL

R+M Nr.	
318 506	   6
318 508	   8
318 510	 10
318 513	 13
318 516	 16

	
  4	 1/8"
  5	 1/8"
  6	 1/8"
  6	 1/4"
  6	 3/8"
  8	 1/4"
  8	 3/8"
  8	 1/2"
10	 1/4"
10	 3/8"
10	 1/2"
12	 3/8"
12	 1/2"
12	 3/4"
16	 3/4"
20	 3/4"
25	 3/4"
25	 1"

R+M Nr.	

315 95	 DKR

316 10	 DKR
316 15	 DKR
316 00	 DKR
316 20	 DKR
316 105 08	DKR

316 30	 DKR
316 40	 DKR

316 42	 DKR
316 081 2	 DKR
316 48	 DKR
316 342 0	 DKR
316 47	 DKR
316 161 6	 DKR

R+M Nr.	

316 19	 DKR
316 16	 DKR

316 29	 DKR

316 25	 DKR
316 409	 DKR

316 429	 DKR

316 489	 DKR
316 342 9	 DKR

R+M Nr.	

315 11	 AGR

315 20	 AGR
315 46	 AGR
315 30	 AGR
315 50	 AGR

315 45	 AGR
315 60	 AGR
315 61	 AGR
315 080 6	 AGR
315 65	 AGR

315 67	 AGR
315 68	 AGR
315 161 2	 AGR
315 161 6	 AGR

R+M Nr.	

316 12	 DKR

316 22	 DKR

316 080 81	DKR

R+M Nr.	
315 03	 RR

315 069	 AGR
315 29	 AGR

315 39	 AGR
315 59	 AGR

315 459	 AGR
315 69	 AGR
315 619	 AGR

315 66	 AGR

315 689	 AGR

R+M Nr.	

316 11	 DKR
316 151	 DKR

316 21	 DKR

316 31	 DKR
316 41	 DKR

316 43	 DKR

316 101 21	DKR

R+M Nr.	

315 10	 RR
315 06	 RR
315 00	 RR

R+M Nr.	
316 45	 DKOL
316 46	 DKOL
316 49	 DKL
316 60	 DKOL
316 140 8	 DKOL
316 50	 DKL
316 70	 DKOL
316 180 82	DKOS

316 80	 DKOL

316 221 0	 DKOL
317 710	 DKOS
317 40	 DKOL
317 46	 DKOS

R+M Nr.	
316 459	 DKL
316 469	 DKL
316 499

316 59	 DKL
316 79	 DKOL

316 16109	DKOL
316 89	 DKL
317 449	 DKOS
316 221 09	DKOL
317 710 9	 DKOS
317 49	 DKOL

	
  6	 M14 x 1,5
  6	 M18 x 1,5
  8	 M16 x 1,5
  8	 M18 x 1,5
10	 M18 x 1,5
10	 M22 x 1,5
20	 M30 x 1,5

	
  6	 M14 x 1,5
  6	 M18 x 1,5
  8	 M16 x 1,5
  8	 M18 x 1,5
10	 M18 x 1,5

R+M Nr.	
316 461	 CEL
315 806	 CEL
315 70	 CEL
315 808	 CEL
315 80	 CEL
315 85 	 CEL
315 90	 CEL

Crimp nipples
Nipples with cone, metric thread

Double crimp nipples AGR	 =	 pipe male thread

CEL	 =	� male threads for connection pieces 24°, 

universal sealing head and cutting ring

DKL	 =	 conical nipple, light series

DKOL	 =	 conical nipple with o-ring, light series

DKOS	 =	 conical nipple with o-ring, heavy series

DKR	 =	 conical nipple with pipe thread

RR	 =	 for sewer cleaning hoses

Nipples with cone, pipe thread Crimp nipples with pipe thread

Nipples with metric thread

Zinc-plated steel Stainless steel 90°. Zinc-pl. steel 90°. Stainless steel 45°. Zinc-pl. steel

Zinc-plated steel

Zinc-plated steel Zinc-plated steelStainless steel 45°. Zinc-pl. steel 90°. Zinc-pl. steel Stainless steel Brass. O-ring

Zinc-plated steel
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High pressure hoses & hose fittings

R+M Nr.	
317 25	   6
317 20	   8
317 30	 10

R+M Nr.	
317 606	   6
317 608	   8
317 610	 10

R+M Nr.	
317 02	   6
317 01	   8
317 03	 10

R+M Nr.	
317 26	   6
317 21	   8
317 31	 10

R+M Nr.	
317 520 6	 6

R+M Nr.	
317 582	 6

R+M Nr.	
317 581	 6

R+M Nr.	
317 521 6	 6

	
  6	 08
  6	 10
  6	 12
  8	 12
10	 12
10	 15

R+M Nr.
316 65 
316 61
316 62
316 612 08
316 64
316 63

R+M Nr.	
100 001 942	   6
100 001 940	   8
100 001 944	 10

R+M Nr.	
316 95	 6
316 98	 8

R+M Nr.	
316 951 6

R+M Nr.	
316 93	 6
	

R+M Nr.	
317 55	 6

R+M Nr.	
316 461 2	 6

R+M Nr.	
040 001 942	   6
040 001 940	   8
040 001 944	 10
040 001 945	 12

R+M Nr.	
316 951 8	 6
	

R+M Nr.	
316 94	 6
316 96	 8

R+M Nr.	

316 961	 8

R+M Nr.	

317 102 49	 10

R+M Nr.	
316 951 9	 6

R+M Nr.	
200 000 092	 6

Crimp nipples
Crimp nipples

Crimp nipples

Crimp nipples premounted Crimp nipples with pipe pieces

Crimp nipples

M22 F. 90°. 
Zinc-plated steel. 
Type 01

ST-44. M22 F 
swivel

ST-44. M21 F 
swivel

M22 F. US-version 
14,88. Type 05

Plug. Brass Plug. Brass Plug. Brass X-TRA. Brass

Zinc-plated steel. 
BEL - BES

For nut. 
Zinc-plated steel. 
Type 01

For nut. Stainless 
steel. Type 02

M thread. Brass. 
Type 01

Plug. Zinc-plated 
steel. Type 03 & 04

Plug. Brass. Type 
03 

Plug. Zinc-plated 
steel. Type 03 & 04

Swivel  10 mm. 
Stainless steel. 
Type 03 & 04

For clip system. 
Zinc-plated steel

Swivel  11 mm. 
Stainless steel. 
Type 03 & 04

Swivel  11 mm. 
Zinc-plated steel. 
Type 03 & 04

ST-740. M24 x 1,5

Brass. Swivel Brass

New

Symbols   nominal diameter   diameter   material   type   thread   packing unit
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High pressure hoses & hose fittings

R+M Nr.	
790 10	 1
790 100	 100

R+M Nr.	
790 20	 1
790 201 00	 100

R+M Nr.	
790 55	 10 mm
790 57	 11 mm

R+M Nr.	
790 58	 10 mm
790 59	 11 mm

R+M Nr.
791 032 4

R+M Nr.
568 001 1

R+M Nr. 	
314 70	   6
314 80	   8
314 90	 10

R+M Nr.	
319 20	 16,4
319 201	 17,3

R+M Nr.	
319 209	 16,4

R+M Nr.	
200 042 154	 16,4

R+M Nr.	
319 25	 16,4

R+M Nr.	
319 40	 16,4

R+M Nr.	
319 259	 16,4

R+M Nr.	
319 80	 16,4

R+M Nr.	
319 21	 16,4

R+M Nr.	
319 219	 16,4

R+M Nr.	
319 10	 16,4

R+M Nr.	
319 26	 16,4

R+M Nr.	
319 269	 16,4

R+M Nr.	
319 231	 17,3

	
  6	 M14 x 1,5
  8	 M16 x 1,5
  8	 M22 x 1,5
10	 M18 x 1,5

	
  6	 1/4"
  8	 3/8"
10	 3/8"
12	 1/2"

R+M Nr.	
328 48	 DKL
328 60	 DKL

328 80	 DKL

R+M Nr.	
328 05	 DKR
328 20	 DKR
328 40	 DKR
328 46	 DKR

R+M Nr.	

328 50	 CEL

328 70	 CEL

R+M Nr.	

328 10	 AGR
328 30	 AGR
328 45	 AGR

R+M Nr.

320 60 

Crimp nipples

Crimp nipples
Seal kits crimp nipples Seal kit ST-44

Quick screw for crimp nipples

Quick screws Reusable screw nipples
Screw cartridges

Hose with single wire braid - SAE 100

Hose with double wire braid - DIN standard

Reusable screw nipples with metric thread

Reusable screw nipples, NPT thread

Screw nipple

O-ring. Type 01 O-ring. Viton. 
Type 02

O-ring. Type 03 Back ring. Type 04 O-ring. Type 05

1/4" F. Zinc-plated 
steel

M22 F. Brass.  
Max. 400 bar

M22 F. Brass.  
Max. 400 bar

M22 F. Brass.  
Max. 400 bar

1/2" F. Brass.  
Max. 400 bar

M22 F. Stainless 
steel. Max. 500 Bar

M22 F. Stainless 
steel. Max. 500 Bar

M22 F. Stainless 
steel. Max. 500 Bar

M22 F. Stainless 
steel. Max. 500 Bar

M22 F. Brass.  
Max. 400 bar

M21 F. Brass.  
Max. 400 bar

M21 F. Brass.  
Max. 400 bar

M22 F. Brass. Max. 400 bar

PG13,5 F. Brass. 
Max. 400 bar

R+M Nr.	 	 hose	 	
327 05	   6	 1SN 06	 ns	 zinc-plated steel
327 15	   8	 1SN 08	 ns	 zinc-plated steel
327 35	 10	 1SN 10	 ns	 zinc-plated steel
327 55	 12	 1SN 10	 ns	 zinc-plated steel

R+M Nr.	 	 hose	 	
327 25	   8	 2SN 08	 ns	 zinc-plated steel
327 45	 10	 2SN 10	 ns	 zinc-plated steel

Female thread. 
Zinc-plated steel

Nipple. 
Zinc-plated steel

Female thread. 
Zinc-plated steel

Nipple. 
Zinc-plated steel

QSC

s = to skive, ns = not to skive
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High pressure hoses & hose fittings

Hose holders

Hose press

R+M Nr.	 press cheeks incl.
300 0	 5 sets (12 - 27 mm)

Spare press cheeks

Technical specifications

length of basic cheeks	 64 mm
max. opening diameter	 min. press diameter + 20 mm
press performance	 2-steel wire hoses up to DN 25
press area	  10 - 45 mm
max. press power	 720 kN
power	 3,62 cm3 / 0,90 cm3
pressure	 14 bar / 630 bar
weight (without oil)	 20 kg

The P16 HP hose press is an innovative, high quality machine which is 
especially designed for the assembly and repair of hose lines.

The handling of the press is easily learnt.

Fundamental features of the P16 HP:

access to press head on both sides»»
compact model»»
two-stage hand pump»»
variable adjustment of press measures»»
check of press measures via signal light»»
carrying handle»»
integrated drawer in the housing for storing the press cheeks»»

* press cheeks excluded

Holder with hooks. Suitable for scaffolding

	 press area	 R+M Nr.
P16 HP-10 *	 10 - 12 mm	 300 001 0
P16 HP-12	 12 - 14 mm	 300 001 2
P16 HP-14	 14 - 16 mm	 300 001 4
P16 HP-16	 16 - 19 mm	 300 001 6
P16 HP-19	 19 - 23 mm	 300 001 9
P16 HP-23	 23 - 27 mm	 300 002 3
P16 HP-27 *	 27 - 31 mm	 300 002 7
P16 HP-31 *	 31 - 36 mm	 300 003 1

Hose holder

R+M Nr.	
110 10	 zinc-plated steel

R+M Nr.	
110 00	 plastic

R+M Nr.	
110 05	 powder-coated steel

R+M Nr.	 	 holding capacity	 	 	 	 	 	
110 01	 S	 1/4" = 30 m - 3/8" = 20 m	 155	 77	 188	 145	 70	    5,5
110 02	 M	 3/8" = 30 m - 1/2" = 20 m	 255	 107	 266	 200	 108	    6,0
110 03	 L	 1/2" = 30 m - 3/4" = 20 m	 272	 145	 348	 255	 143	    8,0
110 031	 XL	 3/4" = 30 m -    1" = 20 m	 366	 162	 417	 307	 187	  10,0

R+M Nr.	
110 06	 polished stainless steel

Holding capacity 1/2" = 40 m - 3/4" = 30 m. Hole 
size 140 mm. W x H x D = 260 x 165 x 170 mm

Holding capacity 1/2" = 40 m - 3/4" = 30 m. Hole 
size 140 mm. W x H x D = 280 x 140 x 130 mm

Holding capacity 1/2" = 40 m - 3/4" = 30 m. Hole 
size 125 mm. W x H x D = 360 x 200 x 170 mm

Hose holder

Hose holder aluminium

Symbols   diameter   material   type


